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A |Initial Release 02-May-22 L.Dal Molin M.Tinto
EXAMPLE OF SET UP WITH NUT M10 EXTENSION
e Protection cables variables depending on the application,
Nuts & bolts supplied in kit, not assembled R : to locale through the draft IVECO 504016506.
( Material not supplied in kit
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Code Littelfuse 10844060
( / o Code Iveco 5801544621
B | ) Material not supplied in kit
. Nut M10 extension + spring washer
( \ — Torque of nut M10 extension = 19 Nm max
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POS. DESCRIPTION MATERIAL Q.TY| U/M
Q 1 Box PBT 1 EA
2 Top cover complete - 1 EA
3 Body connector PBT 1 EA
! Corlg)r?ﬁtt/ore Negativo pcﬁicr’ggtatf’e 4 | Self-tapping screw 3x12 Stainless steel 1 | EA
GND :
_ 103 _ Connector Main contact 5 Kit ) 4 | EA
129 Schema Elettrico 1 floati 6 Screw M4x20 Stainless steel 4 | EA
- Electrical Diagram oating OFF
2 GND
BO_POS BATT G—!;_O O—!—O 30A_POS IMP 3 GND DIMENSIONS AND TOLERANCES IN MILLIMETERS, DEFINED ACCORDING TO ISO 1101-2017.
| | linear dimensions
| 0,5 >3 >6 >30 >120 >400 >1000
! ! ! 3 6 30 120 400 1000 2000
' ' ' £0,2 £0,3 0,5 0,8 1,2 +2 +3
| PRESCRIPTION angle (for range of lengths)
I l Connettore Connettore Negativo Contatto - Torque of screw M10 = 19 Nm max 5 0 0 _—
] PIN / GND principale - Fix the device with M6 screw and with torque of 6+2 Nm 10 0 120 400
| ——o 11 Connector Connector Main contact .*1 30 il £0°30 £0°15
I o 2i CHARACTERISTICS <S> SAFETY/ COMPLIANCE CRITICAL CHARACTERISTICS SYMBOL
: : | | 1 GND - Nominal Working VOItage: 12/24V CPK | DENOTES CPK DIMENSIONS MINIMUM CPK VALUE
—o 3 ON - Nominal working voltage range (min/max): 10-16 V /18 - 32V PERFORMANGE PROGEDURE FOR MEASUREMENTAND TRAGKINGTO BE DEFINED
! . 7 2 floating - Nominal working current: 5.2/ 10.4 A IN LITTELFUSE INSPECTION INSTRUGTIONS
| i - Nominal working current range (min/max): 4.3 -7 A/7.8-13.9 A CP | IVENSONAL LTATIONS SHOMN ON DRAWING AND INTALLY LOCATED
. . . 3 GND - Nominal working current main contact: 2000 A for 5 sec. T :
::/;ZV:ED 7L. Dal Molin | 02-May-22 % thtelmse
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