
Series To Recommended 
Be Obsoleted Type Description Replacement Series

301 1AG 0.250" X 0.625" glass fuse AGA

288 2AG 0.177" X 0.570" glass fuse, FA, cartridge (military version of 225) 225
289 2AG 0.177" X 0.570" glass fuse, FA, leaded (military version of 224) 224
290 2AG 0.177" X 0.570" glass fuse, SB, cartridge (military version of 229) 229
291 2AG 0.177" X 0.570" glass fuse, SB, leaded (military version of 230) 230

310 3AG 0.250" X 1.25" fuse, special rating Consult FAE
311 3AG 0.250" X 1.25" glass fuse, FA, cartridge, 32V rating 312 or AGC
334 3AG 0.250" X 1.25" ceramic fuse, FA, pin indicating None
336 3AG 0.250" X 1.25" ceramic fuse, FA, pin indicating None
373 3AG 0.250" X 1.25" glass fuse, SB, special surge withstand None
390 3AG 0.250" X 1.25" ceramic fuse, SB, cartridge (military version of 326) 326
392 3AG 0.250" X 1.25" glass fuse, FA, cartridge (military version of 312) 312
393 3AG 0.250" X 1.25" glass fuse, SB, cartridge (military version of 313) 313
394 3AG 0.250" X 1.25" ceramic fuse, FA, cartridge (military version of 314) 314
395 3AG 0.250" X 1.25" ceramic fuse, SB, cartridge (military version of 326) 326
397 3AG 0.250" X 1.25" glass fuse, FA, cartridge (military version of 312) 312
398 3AG 0.250" X 1.25" glass fuse, SB, cartridge (military version of 313) 313
399 3AG 0.250" X 1.25" ceramic fuse, FA, cartridge (military version of 314) 314

511 5AG 0.400" X 1.500" glass fuse, SB None
512 5AG 0.400" X 1.500" glass fuse, FA None

303 7AG 0.250" X 0.875" glass fuse, FA None

361 8AG 0.250" X 1.00" glass fuse, VFA None
362 8AG 0.250" X 1.00" glass fuse, FA AGX
364 8AG 0.250" X 1.00" glass fuse, VFA (military version of 361) None
366 8AG 0.250" X 1.00" glass fuse, VFA (military version of 361) None

300 Miscellaneous glass fuses None
307 0.250" X various length glass fuse, FA SFE
309 Color coded version of 301,303,307,311,312,362 None
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