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THIS DRAWING AND THE INFORMATION CONTAINED WITHIN IT ARE CONFIDENTIAL AND MAY REVISIONS
NOT BE COPIED OR DISCLOSED WITHOUT THE WRITTEN PERMISSION OF LITTELFUSE. REV. |DESCRIPTION DATE GCF / ECR DESIGNED APPROVED
A |Initial release 10-Jun-22 L.Dal Molin M.Tinto
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- 120 — CHARACTERISTICS
- Maximum torque of closing nuts M10 to fix
\ the cable terminals: 20+1 Nm
- Fixing holes for M6 screws: from 8.5 to 10 Nm
© OFF position - Torque on the handle during closing
e Y (from OFF to ON): 2+0.5 Nm
@ (from ON to OFF) 1 5 t0375 Nm DIMENSIONS AND TOLERANCES IN MILLIMETERS, DEFINED ACCORDING TO ISO 1101-2017.
<~ - Currents capacity: : : :
i 2 300A continuosly linear dimensions
05 >3 >6 >30 >120 >400 >1000
800A for 30sec 6 30 120 400 1000 2000
i 2500A for 5 sec 502 | 03 | 05 | 208 | #12 +2 +3
angle (for range of lengths)
up to >10 >50 >120
ON bosit 10 50 120 400
position +1°30" +1° +0°30' +0°15'
Fixing holes Electrical diagram @ |~/ FUNCTION CRITICAL CHARACTERISTICS SYMBOL
<S> SAFETY/ COMPLIANCE CRITICAL CHARACTERISTICS SYMBOL
@ 23 CPK DENOTES CPK DIMENSIONS MINIMUM CPK VALUE
i DENOTES A CHARACTERISTIC THAT PROVIDES AN INDICATION OF PROCESS
@ 6 5 PERFORMANCE.PROCEDURE FOR MEASUREMENTAND TRACKINGTO BE DEFINED
= IN LITTELFUSE INSPECTION INSTRUCTIONS
DENOTES CP DIMENSIONS, -MINIMUM CP VALUE MUST BE WITHIN THE
- —|— +— -€ CP DIMENSIONAL LIMITATIONS SHOWN ON DRAWING AND INITIALLY LOCATED
TO ALLOW FOR MAXIMUM TOOL LIFE
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