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NOTE 7
- 2,49 [63.20] ——= COIL POTTED TO SECURE PVC COATING, BLACK
/ AGAINST VIBRATIDN, IP66 MOISTURE RESISTANCE 0.31 [7.87]
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- x > > » BRACKET PRIMED HERE AND AT
(/ )) THIS KEPS NUT <2PLSY IS (C ) ALL LOCK NUTS FOR PVC
CAP SEALED j_\ ' 4 TIGHTENED AT THE FACTORY Y T\ )/ ADHESION. SEE NOTE 9
Nt TD THE PROPER SPECS AND s CASE, CAP AND BRACKET: STEEL

WITH EPOXY MUST NOT BE LOOSENED OR

REMOVED UNDER ANY CIRCUMSTANCES.
REMOVING OR LOOSENING THIS NUT
WILL CAUSE PRODUCT TO MALFUNCTION. . 21.83 [46.48] —m
SEE NOTE 8

LOCKWASHER, 1 PER STUD, NOTE S

3

HEX NUT, #10-32,
1 PER STUD, NOTE 5

/—4

HEX NUT, 3/16-24,
2 REQ'D, NOTE S

"\

10-32 KEPS NUT (2PLSD
SEE NOTE 8

X
-|- — - — NOTES:
T 1, ALL STEEL PARTS PLATED.
2, ALL DIMENSIONS ARE REFERENCE ONLY UNLESS OTHERWISE SPECIFIED.
SCHEMATIC| 3. ELECT. RATING: 200A @ 12Vodc, CONTINUDOUS. COIL RESISTANCE: 17.5 DOHMS.
112 [28.44] 4, MAX TORQUE FOR CUSTOMER INSTALLED NUTS TO BE: #10-32 NUTS= 15 IN-LBS
‘ (1,69 Nam); 5/16-24 NUTS = 35 IN-LBS ¢(3.95 N.m.
* 2 5, HARDWARE WILL BE BAGGED AND SHIPPED LOOSE.
—————— 6. ALL CONTACTS ARE COPPER WITH SILVER LAMINATION FOR BEST CONDUCTIVITY.
LOCKWASHER, 7. PART NUMBER, DATE CODE & VOLTAGE INK STAMPED ON BOTTOM OF SOLENDID.
3,12 [79.24)] 2 REQ'D, 3 8, 5/16 AND 10-32 KEPS NUTS MUST NEVER BE REMOVED OR LOOSENED. THEY ARE
NOTE S | —0|0—4 FACTORY-TORQUED TO PROPER SPECS.
— 334 [84.84] - 9, PRIMER TO BE APPLIED ON LOCKNUTS AND BRACKET PRIOR TO COATING FOR PVC
ADHESION--NO EXCEPTION.
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