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PDM NOTES:
1. REF ENG-SPEC-01021, REV 1
2. REF ENG-SPEC-00391, REV 3 
MATERIAL: THERMOPLASTIC, UL94 V-0
3. OPERATING TEMPERATURE RANGE: -40°C TO +105°C
4. OPERATING VOLTAGE: 12VDC NOMINAL (9-16VDC)
5. MATE WITH TE PART #2-2112966-2 (QTY 8). 40A MAX
6. TPA AND HARDWARE (ITEMS 5 AND 6) TO BE BULK PACKED ALONG 
WITH THE POWER DISTRIBUTION MODULE SEPARATELY IN BAGS. 1 
BAG FOR TPA PARTS, 1 BAG FOR HARDWARE KIT, PDMS PACKED IN 
CORRUGATE PARTITIONS.
7. MOUNTING TORQUE INPUT: 13±2NM, USING M8 NUT 
& LOCK WASHER.
8. MOUNTING TORQUE ZCASE STUD: 13±2NM USING M8 
FLANGE NUT.
9. INGRESS PROTECTION RATING: IP67
10.  APPROVED FUSE PN (PER STANDARD FUSE DERATING)

60A: 0695060.PXPS *(WILL NOT COMPLY WITH IP67 SEALING)*
50A: 0695050.PXPS
40A: 0695040.PXPS 
30A: 0695030.PXPS 
25A: 0695025.PXPS
20A: 0695020.PXPS 
15A: 0695015.PXPS

11. TOTAL UNIT MAX CURRENT: 230A @105°C 

PRE FUSE MODULE 

MJS 12/3/2018

ITEM NO. PART NUMBER POLARIS P/N DESCRIPTION QTY.

1 868-352 4018161 Housing_2_Z-Case_8_M-Case 1

2 873-721 4018416 Cover_Assembly 1

3 890009470 4018560 Tether 1

4 883-086 4018440 Yellow Latch With Grip v1v3 2

5 883-096 4018561 TPA_Polaris 1

6 67236 4018689 Kit_HW_G4 1

7 003351 xxxxxx LABEL SN 1

REVISIONS
ZONE REV. DESCRIPTION DATE APPROVED

A 500000020001 12/3/2018 MJS

THIS DRAWING AND THE INFORMATION CONTAINED WITHIN IT ARE CONFIDENTIAL AND MAY 
NOT BE COPIED OR DISCLOSED WITHOUT THE WRITTEN PERMISSION OF LITTELFUSE.
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THIRD ANGLE PROJECTION

DO NOT SCALE DRAWING

TITLE

DENOTES A CHARACTERISTIC THAT PROVIDES AN INDICATION OF PROCESS 
PERFORMANCE.PROCEDURE FOR MEASUREMENTAND TRACKINGTO BE DEFINED
IN LITTELFUSE INSPECTION INSTRUCTIONS

DENOTES CPK DIMENSIONS MINIMUM CPK VALUE

CP

ST

CPK

●

DENOTES CP DIMENSIONS, -MINIMUM CP VALUE MUST BE WITHIN THE
DIMENSIONAL LIMITATIONS SHOWN ON DRAWING AND INITIALLY LOCATED
TO ALLOW FOR MAXIMUM TOOL LIFE

SAFETY/ COMPLIANCE CRITICAL CHARACTERISTICS SYMBOL

0.1 0.2 0.3 0.5 0.50.1

UP TO UP TO UP TO

6  -  30 30  - 120 120  -  400 ANGLE
OVER OVER OVEROVER UP TO

3  -  6
UP TO

0.5  -  3

TOLERANCES

DIMENSION
MM

TOLERANCES UNLESS OTHERWISE SPECIFIED (REF.ISO2768-M) FOR METAL, REF SPI PLASTICS

FIT/ FUNCTION CRITICAL CHARACTERISTICS SYMBOL

DIMENSIONS ARE SHOWN IN MILLIMETERS. DIMENSIONS AND TOLERANCES ARE
DEFINED ACCORDING TO ANSI/ASME Y14.5-1994.
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