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UNLESS OTHERWISE SPECIFIED, DIMENSIONS ARE IN MILLIMETERS, DIMENSIONS IN

BRACKETS [  ] ARE INCHES DIMENSIONING AND DO NOT INCLUDE PLATING. TOLERANCING

TO BE INTERPRETED IN ACCORDANCE WITH ANSI Y14.5M-1994

 

DENOTES CRITICAL CHARACTERISTICS.

DENOTES CPK DIMENSIONS, -MINIMUM CPK VALUE

DENOTES A CHARACTERISTIC THAT PROVIDES AN INDICATION

OF PROCESS PERFORMANCE. PROCEDURE FOR MEASUREMENT

AND TRACKING TO BE DEFINED IN

LITTELFUSE INSPECTION INSTRUCTIONS.

DENOTES CP DIMENSIONS, -MINIMUM CP VALUE

MUST BE WITHIN THE DIMENSIONAL LIMITATIONS

SHOWN ON DRAWING AND INITIALLY LOCATED TO

ALLOW FOR MAXIMUM TOOL LIFE.
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A

4/21/20

522212GCP - RELEASE   MRY

PART NUMBER UPC CODE

LDRTL11W 07945826661

38.10

[1.500]

7/8-14 UNF

TORQUE: 56 Nm (500 lb-in)

10-32 UNF

TORQUE: 3 Nm (26.55 lb-in)

69.85

[2.750]

34.93

[1.375]


