7000 Series

Miniature Toggle Switches

Agency Approvals

Agency
A\ E42363

Agency File Number

Specifications

B contact material: 0.4 VA max.

@ 20 V AC or DC max.

Q contact material: 5 amps @ 120 V AC
or 28V DC; 2 amps @ 250 V AC.

See page 17 for additional ratings.

7X01 and UX1 models: 100,000
make-and-break cycles at full load. All
other models: 40,000 cycles.

Below 10 m Q typ. Initial @ 2-4 V DC,
100 mA, for both silver and gold
plated contacts.

10° Q min.

1000 Vrms min. @ sea level

Contact Rating

Electrical Life

Contact Resistance

Insulation Resistance
Dielectric Strength
Operating Temperature -30°C to 85°C

Per MIL-STD-202G method 208H, or EIA

Solderability RS-186E method 9 (1 hour steam aging).

Notes:

Any models supplied with S, R, Q, B or G contact material are RoHS compliant and compatible. Specifications
listed above are for switches with standard options. For information on specific and custom switches, consult
Customer Service Center.
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Description

With a wide variety of actuator and termination options available,
the 7000 series miniature toggle switches from C&K, which now
includes an optional knurled cap on the locking lever options, are
used by designers throughout the medical equipment and
telecommunications industry to give product designs the long-
lasting, high performance switch they need to succeed. The 7000
series are epoxy terminal-seal compatible with bottom wash
cleaning and are engineered to be both multi-pole and multi-
position, ensuring a perfect fit, no matter the design specifications.

Features & Benefits

m Multi-pole and multi-position m RoHS compliant models

m Epoxy terminal-seal available

compatible with bottom wash
cleaning

m Wide variety of actuator and
termination options

Applications

m Telecommunications
m Instrumentation

m Medical equipment

Materials
Glass filled nylon 6/6, flame retardant, heat

Case stabilized, ordiallyl phthalate (DAP) (UL 94 V-0).
Actuator Brass, chrome plated

Bushing Brass or zinc, nickel plated.

Housing Stainless steel

Switch Support Brass or steel, tin plated.

B contact material: Copper alloy, with gold

plate over nickel plate. Q contact material:

Coin silver, silver plated. See page 17 for
additional contact materials.

End Contacts

B contact material: Copper alloy, with gold

plate over nickel plate. Q contact material:

Copper alloy, silver plated. See above for
additional contact materials.

Center Contacts &
All Terminals

Terminal Seal Epoxy

Nut & Locking Ring: Brass, nickel plated.

Hardware Lockwasher: Steel, nickel plated.

®A Littelfuse
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Miniature Toggle Switches

Ordering Number
To order, simply select desired option from each category and place in the appropriate box. For additional options not shown in catalog,
consult Customer Service Center. All models have epoxy terminal seal and are compatible with all “bottom-wash” PCB cleaning methods.

XXX - XXX = XX = XXX = X - X = X - X
Bushing Finish

T * T
NONE: Nickel on all

M: 0.200" high Seal Actuator Color/Finish bushings

Switch Function
7101: SP On-None-On Actuator
7103: SP On-0ff-On

7105: SP Mom.-Off-Mom. P3: Flatted, anti-rotation, 0.450" high E: Epoxy QI.OBT:C:EHQM chrome 2 Black
7107: SP On-Off-Mom. $:0.420" high I: Epoxy 3: Red
7108: SP On-None-Mom. T: 0.687" high, 15/32 bushing potted base .

KXX Actuator Color/Finish
None: Natural aluminum

2: Black anodized aluminum
Contact Material 3: Red anodized aluminum
B: Gold 7: Blue anodized aluminum
Q: Silver G: Grip tip aluminum

S: Silver, matte-pin

G: Gold over silver

R: Gold over silver, matte-pin

7201: DP On-None-On
7203: DP On-0ff-On
7205: DP Mom.-Off-Mom.
7207: DP On-Off-Mom.
7211: DP On-On-On

7301: 3P On-None-On
7303: 3P On-0ff-On

7401: 4P On-None-On

K21: Locking lever, 0.704" high

K12": Locking lever, 0.732" high

L40: Lever handle without cap

L42: 0.838" high lever handle with cap
P4: Flatted, anti-rotation, 0.250” high
SP: Anti-rotation, 0.420" high

T1: 0.487" high, 15/32 bushing

TP: Anti-rotation, 0.687" high,

15/32 bushing

Bushing ——— ——————— Terminations

D: 0.280 high, keyway A: Right angle, PC thru-hole

H: 0.296 high, flat AV2: ert. right angle, PC thru-hole
Y: 0.350 high, keyway C: PC Thru-hole

NONE: No bushing choice
required

CW: Splashproof

D9: 0.280" high, keyway
Y9: 0.350” high, keyway

V3: 0.460 high, V-bracket

Z: Solder lug

V7: 0.630" high, V-bracket

V81: 0.953" high, snap-in V-bracket
W3: 0.425" long, wire wrap

Notes:
1. K2/K12 actuators not available with switch function 7X05.

© 2026 Littelfuse, Inc.
Specifications are subject to change without notice.
Revised: MI 10/02/26
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Miniature Toggle Switches 74 Littelfuse

Switches

Switch Function

Switch Function Connected Terminals
uLz POS. 1 POS. 2 POS. 3 POS. 1 POS. 2 POS. 3
No. Model |\ el Schematic
Poles No. No stwy stwy KEYW KEYWY sty KEW
7101 Ut ON NONE ON N/A SPDT
7103 uU13 ON OFF ON OPEN
P 7105 Uls MOM. OFF MOM. 2-3 OPEN 2-1 0\2. (COMM)
7107 U17 ON OFF MOM. OPEN 1e 3
7108 u18 ON NONE MOM. N/A
7201 u21 ON NONE ON N/A
DPDT
7203 u23 ON OFF ON OPEN
DP 7205 u25 MOM. OFF MOM. 2-3, 5-6 OPEN 2-1,5-4 Zi(CgMMLE
7207 U27 ON OFF  MOM. OPEN Te ‘o3 4o ‘o6
72117 U2117 ON ON ON 2-3, 54
7301 U31 ON NONE ON N/A 3PDT
3P 2-3, 5-6, 2-1,5-4,
7303 U33 ON OFF ON 50 OPEN o \2.(COMM) 5e 8 ,\'
7307 U7  ON OFF  MOM. OPEN 1o o3 de ‘e 7o ‘o9
A4PDT
4P 2-3, 5-6, 2-1,5-4,
7401 U41 ON NONE ON 557119 NA g0 .\: 5 @ (COMM) @8 11o\.
10 'e3 4o o6 7@ ‘@9 10e @12
Notes:
1. Wiring for 3 way switch.
2. U11-U415 model nos. cM8ws With all options when ordered with G, R, Q or S contact material.
% I-.tt I' ° 3 © 2026 Littelfuse, Inc.
Specifications are subject to change without notice.
I e use Revised: MI 10/02/26



C&K® Switch Datasheet
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Miniature Toggle Switches

SPDT
1/4-40 UNS-2A - (-3132) 270
° : (6.86)
L Keyway T 030 TYP j
POS.3 =t (0.76) REYE
) 500
POS.2—- Ml &= tigre w2m p=22
POS.1 -5 (4.70) B A=dL
Epoxy Seal = L« .080 TYP
M5 DIA. 420 » 350 |« (2.03)
(2.920) (10.67) (s_sgL 350 | Term. Width
(8.89)
Note: Part Number shown: 7101SYZQE
Terminal Numbers for Reference Only
DPDT
. . 55
1/4-40 UNS-2A (3.94)
2% 060 — o3oTyp CO4OTYP. | 1?2 g)P'
(1.52) ) (1.02) :
Keyway (0.76)
P0S.3 e g Sali 3
¥ .500
POS.2 T assTYP  (12.70) i T[T f
POS.1 ¥ & J (4.70) vt ?‘?ﬁ
M5DIA- . g . Epoxy Seal .08 % ﬁ 50
(2920)  (1067) 350 > 350 ~ Term. Width (11 43)
(8.89) (8.89)
Note: Part Number shown: 7201SYZQE
Terminal Numbers for Reference Only
3PDT
1/4-40 UNS-2A 060 (292 040 TYP. 1&(32 gp.
ZSLKevway (1.52) 030 TYP o) T
POS. 3 jzi
\ = (0.76) 5?)0 9= ﬁ =13
Pos.2 W B ase a2mBiry
POS.1- T 1 o 1(a0) |l
115 DIA; Epoxy Seal '0320 TYP L‘H
(2.920) 420= 350 = 415 = (2.03) 650
(1067) (889) (10.54) Term. Width™ " (16.51)
Note: Part Number shown: 7301SYZQE
Terminal Numbers for Reference Only
- ° © 2026 Littelfuse, Inc.
% thtelfuse 4 Specifications are subject to change without notice.
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C&K® Switch Datasheet

GeK
Switches

7000 Series
74 Littelfuse

Miniature Toggle Switches

4PDT
.155 190 TYP.
1/4-40 UNS-2A 060 T (3.99) 040 TYP. = (4.83)
% Lol "] 030 TYP “o |1
Keyway (1.52) 0.76) I
! 500 9 65
POS.2 E 1> §-@ @ [=]]2
185 TYP (12.70) 10 7|14 1
POS.15 J i) v Delsisle
A5DIA L 420+l 350 L_415 J\Epoxy Seal -"fz"g" .
(2.920) (10.67) (8.89) (10.54) Term. Width < .850
(21.59)
Note: Part Number shown: 7401SYZQE
Terminal Numbers for Reference Only
Actuator

M 0.2006” High 2

S 0.4206" High "2
SP Antirotation 0.4206"

115 DIA. 200
~\ 292 105 DIA.
an b0 wmﬂilg (2.679)

M actuator standard when ordered with all terminations except W3 & Z Caps are available separately, see

S actuator standard when ordered with W3 & Z terminations. Caps are available separately, see
page 17.

page 17.
P4 Flatted with

P3 Flatted with
Antirotation, 0.4506” High’ Antirotation, 0.2506” High'
165 DIA.

(4.190) 100

j rz(googg)\' 100 j
: (2.54) A
Sl e ggg 2

*.450
(11.43) % (6.35),

1.4
Yy

Notes:
1.Dress nut part number 709901201 supplied standard with threaded bushing. (Part number 709903201 with metric threaded bushings.)
2.Sand M actuators not available with Y1 bushing.

© 2026 Littelfuse, Inc.

5 Specifications are subject to change without notice.
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C&K® Switch Datasheet

7000 Series

Switches

Miniature Toggle Switches 74 Littelfuse

Actuator
T 0.687 (17.45) 6 High T1 0.487 (12.37) 6 High
TP Antirotation, 0.687 (17.45)

High, 15/32 Bushi 075

ig ushing ;(1.91)

075 K
1 (1.91) L(.tm)
1.04
!
04
(1.04) 240 DIA.
240 DIA. (6.099)
(6.090)
687 15/32-32 UNS-2A (12.31)
(17.45) %
(138
a8 —— ¥
(11.38) ——= 0204 O [
A —— (0.51)
024 0O 0O

(0.51)

Notes:
Bushing option code not required unless CW splashproof bushing ordered. TP actuator not available with CW splashproof bushing. All TXX actuators not available on single pole models with A termination.

All TXX actuators not available with Y1 bushing.

Notes:
1. Dress nut part number 709901201 supplied standard with threaded bushing. (Part number 709903201 with metric threaded bushings.)
2.Sand M actuators not available with Y1 bushing.

© 2026 Littelfuse, Inc.
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7000 Series

Miniature Toggle Switches

K2 Locking Lever, 0.704"” High (threaded)

214 DIA.
(5.440)

.704 Max. 634 Max.

(17.88)
Unlocked Sg;g‘)‘ Keyway*

ooy jf ié?go)
N

1/4-40 UNS-2A

Replaces K, K8

Locking Positions

& @ @

-01 Models —03 & -1 1Models 05, 09 & —15 Models
2 Position lock 3 Position lock 1 Position lock

VY

—07 &-13 Models —08 Models
2 Position lock 1 Position lock

L40 Lever Handle
without Cap

S &

No color choice required.

Non-KXX Actuator Color/Finish

og::,? Actuator Colors/Finish
None Bright Chrome
2 Black
3 Red
Notes:

C&K® Switch Datasheet

Switches

74 Littelfuse

Actuator
K12 Locking Lever, 0.732" High (threaded)
214 DIA.
(5.440)
.732 Max.
(1859 g Kovwav*
Unlocked | gcked eyway
.260
(6.60)
1/4-40 UNS-2A
020 1 s
0.51) (1.40)
Replaces K1, K18
KXX Actuator Color/Finish
Oé):(i’c;n Actuator Cap Finish
None Natural Aluminum-With Nickle Plated Bushing
2 Black Anodized Aluminum
3 Red Anodized Aluminum
7 Blue Anodized Aluminum
G Grip Tip Aluminum
Notes:

All KXX models including KXXCW have a keyway. To prevent accidental actuation, toggle must be lifted before
being actuated. When released, toggle will lock in place. Overtightening mounting nut may cause actuator to
bind. Locking levers supplied with bushing shown. Bushing option code not required unless CW splashproof
bushing ordered. K2/K12 actuators not available with switch function 7X05

L42 Plastic Lever Handle
with Antirotation and Cap,
P/N 4811

ﬁ 433 = 236 — 078

E/
11.00) | (6.00) ﬁggs)

.838
(21.29)

L

=

Lever handle for L42 actuator supplied, but not installed. For interchangeability, order L40 actuator option and

lever handles separately, see page 18.

®A Littelfuse
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7000 Series

Miniature Toggle Switches

C&K® Switch Datasheet

74 Littelfuse

Bushing

Y 0.350” High Threaded, Keyway
Y9 0.350” High Unthreaded Keyway

040

1 (1.02)

028
(0.71)
t T\, 1/4-40 UNS-2A
350 =
(888) —

[ —

Note:
Y bushing standard with C or Z terminations.

D 0.280” High Threaded, Keyway
D9 0.280” High, Unthreaded, Keyway

.040
@ 1] (1.02)
028
%52;3% (0.71)
D8 D, D9

1/4-40 UNS-2A \; zﬁo

— (1.11)

Notes:
D9 bushing standard with all terminations except C or Z.
Add 0.070 (1.78) to all actuator lengths with D and D9 bushings.

CW Threaded,
Splashproof’

For T & T1 actuators.

075

10191 465 DIA.

(11.810)
L 041 ! = 25
(1.04) (5 72)
16/32-32 UNS-2A als VAA0UNS2A \ e
(11 .38) (7 47)

020 f
{051) “}’g‘})

(1 52)

Notes:
For T & T1 actuators: IP67 Degree of protection, totally protected against dust, full-scale voltage protec-

tion, temporary immersion. Internal actuator seal standard. External bushing seal available separately from
APM Hex seal, part # MFS-60064.

For actuators other than T, T1 and KXX: IP67 Degree of protection, totally protected against dust, full-
scale voltage protection,temporary immersion. Internal actuator seal and external bushing seal washer
standard.IP65 degree of protection for P4 or SP with CW option.

For actuators other than T, T1 and KXX.

None No Bushing

No bushing choice required with KXX, TXX actuators. (exception: Specify CW if splashproof bushing desired).

H 0.296” High, Flat
Threaded, High Torque ’

225

l
314 DIA.
(7.980)

1/4-40 UNS-2A -~ '\ |
MFG. Option-Relief xg .296
i

or Imperfect THD.

( 040
(0.51) (1.02)

Option Code Bushing Finish

None Nickel on all bushings

2 Black

Notes:

Two mounting nuts, locking ring and lockwasher supplied standard with threaded bushings. Black hardware
is supplied when either black bushings or actuators are specified. Optional mounting nut and locking ring
styles and finishes available.

1. Will withstand 12 in.-Ibs. of torque with no distortion.

®A Littelfuse

© 2026 Littelfuse, Inc.
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7000 Series

Miniature Toggle Switches

C&K® Switch Datasheet

74 Littelfuse

Panel Mounting

‘ 1/4 INCH BUSHING
i
.250 DIA. .250 DIA.
.250 DIA.
(0; ss)} (6:350) ‘G}( (6.350) @/ (6.350)
022
234
(0.55) (5.95)
Without With standard
locking ring. locking ring.
Z Solder Lug
SPDT thru 4PDT
Epoxy Seal
oA
190 TYP.
(4.83)
.030 (0.76) Thk.

Note: Not available with R or S contact materials.

W3 Wire Wrap
SPDT thru 4PDT

Epoxy Seal

-

.425(10.80)

(1,27) ERLIQO TYP.
(4.83)

.030 (0.76) Thk.

15/32 INCH BUSHING ———

(1 65) 469 DIA. 1(50 Dg)‘
.078 DIA. 3.81 469 DIA.
(1.980) (11.919)
250 DIA. (6. 5“) (1.916)
(6.350)
378
4%) (0 79) (9.60)
With small Without With standard
locking ring. locking ring. locking ring.
Terminations
C PC Thru-hole
SPDT thru 4PDT
Epoxy Seal
v B e
| (N NP

.050
(1.27) 190 TYP.
(4.83)
.030 (0.76) Thk.
PC Mounting
.073 DIA.
(1.85ﬂ) TYP.
185TYP%4L0): O @@
(+) (J
190 TYP.
J L (4.83)

®A Littelfuse

© 2026 Littelfuse, Inc.
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7000 Series

Miniature Toggle Switches

210

(12 7047

j -86) (3 43)}

C&K® Switch Datasheet

74 Littelfuse

Terminations
A Right Angle, PC Thru-hole

7101MHABE
105 DIA. 185 TYP.
(2.670) A=< _—Epoxy Seal (4 70)
125 TYP. "“'
(318) L e

030TYP qp 71 25TYP.

(0.76) (3.18)

Actuator Shown

In Pos. 1 197

(5.00) |

27
(6.86)

288 |
(7.32) (12 70) Loso TYP.
(1.27)

Section A-A

.062
(1.57) Terminal Nos.
For Reference Only

.200
(5.08)

Note: Switch support with CW, H bushings and KXX actuators

.225

030 TYP. /=
(0.76)

A25 TYP.

(3.18)

Actuator Shown
In Pos. 1

324 <

(5.72)-
270
(6.86)
Terminals and Support

(8.23)

PC Mounting

A85TYP.
(@70 7 [T

[ E A
500 073 DIA.

(12.70) D (1.850) TYP.

7®,
. 200/=

(5.08)

A Right Angle, PC Thru-hole
7201MD9ABE

A85TYP.

(4.70)

T
@

a

.105 DIA.

VE (2.679)

«

a

6
3

=/ =048 TYP.
2000 (122)

(5.08)
Section A-A

A

N |

—
=)
&)

PC Mounting

185 TYP.

(4.70) 150

4j(3 81)

»{
3 DIA.
(1 85ﬂ) TYP.
OOy

Q .200 g

(5.08)

o (‘93 z
500
(12.70)

®A Littelfuse

© 2026 Littelfuse, Inc.
Specifications are subject to change without notice.
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C&K® Switch Datasheet

7000 Series

Miniature Toggle Switches P4 Littelfuse | K

Terminations
A Right Angle, PC Thru-hole
7301MID9ABE

.500 -185 TYP-
2701 105 DIA. A -, ~ Epoxy Seal (4.70)

- j w£(2.67ﬂ) 1% g
K

X B50 @ 6
H26_ [ 3

| - | 41570 TYP /4B TYP.
LA G osTye, 210 268 -+ 55 enl TROTNP. w0 2
. W G 032 ) [ S0 (5.08)
Ac“i:tpo:,ss_ Illown Terminals & M2y SECTION A-A

Support

=

32 ]
(8.23)

—

PC Mounting

A85 TYP.
(4.70)
A50 TYP.

,®7®, —
?@%,éj (3.81)

.565  .073 DIA.
(14.35) (1.850) TYP.

oLl
—=l200l<
(5.08)

AV2 Vertical Right Angle, PC Thru-hole, 0.150” Pitch
7101MD9AV2BE

A= ; Epoxy Seal (6.86)
250

(s.sﬂ—@ i 125
\ — y (318)

1 o A=l1y2(3
N Le”f’f;,‘;"' (6.86)

U
048 TYP.
f J ~="(122)
"o| 2881 500 150 TYP,

.200

(7.32) (12.70) (3.81) (?.03)
Actuator Shown In Pos. 1 |y Section AA

(0.76)

Note: Not available with | seal option. Terminal bend radii and lead-in manufacturing option.

PC Mounting

500(1270) S0
I |

©-0-

a0

(5.08)

u ® © 2026 Littelfuse, Inc.
I_Ittel'use 1" Specifications are subject to change without notice.
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C&K® Switch Datasheet

7000 Series

Switches

Miniature Toggle Switches 74 Littelfuse

AV2 Vertical Right Angle, PC Thru-hole, 0.150” Pitch
7201MD9AV2BE

450
A < ~ Epoxy Seal (11.43;7

250 / 6= =13 5050
6.35 .
(6.35) e 125 5= =212 45 70)
| y (318) 4 @- 1
J U Ll A<//4]5[6 048 TYP.
L .0(50 T\){P. (6.86) 70 VP J *4 ==(1.22)
127 288 |, 500 150 TYP. 200
190 J«J Term. Width 132 (1270 T B81) (5.08)
(4.83) 030 TYP, = = Section A-A
Actuator Shown In Pos. 1 (0.76)
PC Mounting

Note: Not available with | seal option. Terminal bend radii and lead-in manufacturing option.

190
150 TYP. ﬂ ﬁ(483)

(381) ; 3°
297
1®4§\
073 DIA

.500 (12.70) (1.850) TYP.
I

®-—0-
Q.ZOOQ
(5.08)
AV2 Vertical Right Angle, PC Thru-hole, 0.150” Pitch
7301MD9AV2BE
.650
A <.~ Epoxy Seal (16. 51ﬂ

250 _ 9 3 ‘?
(6:35) B 125 8 2 (12 70)
| § (3.18) 7
[TUT A<7]8]9 ‘
|, 050 TYP. N (ngg) ¥ uas ;’ZY)P
(27) 288 | .565 -.150 TYP. .200
<=— 130 TYP. (132) (14.35) (3.81) a08)
(4.83) LB _
Actuator Shown In Pos. 1 -ofg;rg)n Section A-A

Note: Not available with | seal option. Terminal bend radii and lead-in manufacturing option.

PC Mounting

190 TYP.
150 TYP. j h Hel
. O-,@ 40~
(381) 1 6.9
2.5 8
ﬂ 4, 7%\
565 (14.35) (1,35ﬂ) Tv'P.

©-0-

4; .200\&

(5.08)

© 2026 Littelfuse, Inc.
Specifications are subject to change without notice.
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C&K® Switch Datasheet

7000 Series

Miniature Toggle Switches 74 Littelfuse

Switches

Terminations
AV2 Vertical Right Angle, PC Thru-hole, 0.150” Pitch
7401MD9AV2BE
.850
A </ Epoxy Seal (2159)
250 _ nia=l=l=/3 1%
(6.35) 1" (=7 2 500
‘ | §318) 107 Sy |
. 270 A<=/f0/11[12
.050 TYP. (6.86) j ot ﬁsJ Leﬁ 048 TYP
(1.27) Term. Width 288 | 565 150 TYP. ' '
(14.35) (1.22)
A90 TYP. (232) 1% (381) 200
(4.83) O30 TYP. == (5.08)
Actuator Shown In Pos. 1 (0.76) ‘Section A-A
Note: Not available with | seal option. Terminal bend radii and lead-in manufacturing option.
PC Mounting
190 TYP.
(4.83)
150 TYP. P
B81) | 306000120
2.5 811
Fq7e? 7?10(?\
.073 DIA.
565 (14.35) (1.850) TYP.
o-0-
200l
(5.08)

© 2026 Littelfuse, Inc.
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C&K® Switch Datasheet

7000 Series

74 Littelfuse

Switches

Miniature Toggle Switches

Terminations

V7 Vertical Mount, V-bracket
V81 Vertical Mount, V-bracket, Snap-in

Part No. Shown 7101MD9_E PC Mounting
250 TYP.
(6.86) \ X 0 6
f®
(1350) TP W( |
370 (9.40
C&K Marking 750
280 " On Opposite Side ] U | j (19.05) ’®J
(7.11) Dim ‘A I
f QU = | .
Epoxy Seal — 1] 23] j @ 10 1 i% .185 (4.70)
020TYP. 3
(0.51) Q Lf 1030 X .050 Snap-n .050 TYP. 250
185 TYP. (0.76) (1.27) 27 |- " (6.35)
(4.70) R 750 —> TYP. | 360 |
(19.05) (9.14)
Actuator Shown In Pos. 1
Note: Not available with | seal option. Option Code DIM ‘A’
V7 0.630 (16.00)
V81 0.953 (24.21)
V7 Vertical Mount, V-bracket
V81 Vertical Mount, V-bracket, Snap-in
Part No. Shown 7201MD9_E PC Mounting
450
=< =] 250 TYP.
. (11.43) (6.35) f—ﬂ
270 ﬂ o
(6.86) 073D .
‘ ‘ (1.850) TVP. -0-0—y
C&K Marking - —®-,370 (9.40)
- ing . A 750
(-72}2) On Opposite Side U Dil‘i A (19.05) _ éi é oy
ey = i
Epoxy Seal 1 1 ¢ ¢ | j @ 10 1 i{% 1185 (4.70) 190 i
.020 TYP. ¥ (4.83)
0s) jQ | 030X.050  Snap-n 0S0TYP -
185 TYP. s (0.76) (1.27) (1.27) - (égg,
(70) ~—.750 —»=  TYP. >l 360 <
(19.05) (9.14)
Actuator Shown In Pos. 1
Note: Not available with | seal option. Option Code DIM ‘A’
V7 0.630 (16.00)
V81 0.953 (24.21)
% Littel'use@’ 14 Specifications are subject to ch©ar213§6vbiigﬂ$sneoltlizz:
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C&K® Switch Datasheet

7000 Series

Switches

Miniature Toggle Switches 74 Littelfuse

Terminations

V7 Vertical Mount, V-bracket

V81 Vertical Mount, V-bracket, Snap-in PC Mounting
Part No. Shown 7301MD9_E
- 650 .250 TYP.
(16.51) (6.35)
270 ﬂ\ ﬂ W
(6.86) ®©— @—@
‘ ‘ .750 é o o;§(940)
__C&K Marking U (19.05) |
280 " On Opposite Side % —0—0® S |
(7.11) Dim ‘A’
D D N 073 DIA J © ®.‘i90 TYP.
Epoxy Seal — : <
185 (4.70) (1.850) TYP. (4.83)
o20T1yp. | 7] 8] 9l 000
(0.51) == | |l 030X .050 _ 2 '
Snap-In  .050 TYP.
185 TYP. s (0.76) (1.27) 1.27) |~ ol 250
(4.70) l«—.750 — TYP. .| 360 . (6.35)
(19.05) (9.14)
Actuator Shown In Pos. 1
Note: Not available with | seal option.
Option Code DIM ‘A’
V7 0.630 (16.00)
V81 0.953 (24.21)
V7 Vertical Mount, V-Bracket
V81 Vertical Mount, V-bracket, Snap-in
Part No. Shown 7401MD9_E PC Mounting
—— .850 —» 250 TYP.
(21.59) (6.35)

| A
& P
@*@—@—@7
1l

[ [ [ [
280 __C&K Marking J L (1;535) O—O—Q— G‘) .370 (9.40)
. it Qi . \ \ \
3.11) On Opposite Side - ? ©-0-O\N® ¥
Dim ‘A’ % | | .073 DIA.
—® - (1.850) TYP.
Epoxy Seal — T \ \
020 Typ. | 100 112[ I I 185 (4.70) .1!(12 ;:\{)P'
(0.51) == | |-/t 030X .050 Snap-ln _050 TYP—= § .
ABSTYP. | <= (0.76) (1.27) (1.27)
4700 ~—.7150 = TYP. = = 250
(19.05) & 360 L. (6.35)
Actuator Shown In Pos. 1 (9.14)
Note: Not available with | seal option. Option Code DIM ‘A’
V7 0.630 (16.00)
V81 0.953 (24.21)
© 2026 Littelfuse, Inc.
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C&K® Switch Datasheet

7000 Series |
Miniature Toggle Switches %4 Littelfuse | CeK
Terminations
V3 Vertical Mount, V-bracket PC Mounting
7101MD9V3BE
v A25 TYP.
N
270 ﬂ (3.18)
(6.86) ~ F OHOM
[P
) -® 1
C&K Marking 620 ~@- .370(9.40)
.280 u ) On Opposite Side ) (15.75) % ° :
(7.11) P w%m 0.460 (11.68) 19, 073 DIA
l L ®-®- ;
ﬁ%‘gﬁ] i 7Y (1.850) TYP.
Epoxy Seal 1 3] j @ 0 0 0 <§ 185 (4.70)
D20TYP.__\ . | i<l 030 X.050 TYP. i
(0.51) (0.76) (1.27) ~ Snap-In 048 TYP.—=|-
185 TYP. = (1.22) ol 125
(4700 = .620 —= (3.18)
(15.75) e 320 <
Actuator Shown In Pos. 1 (8.13)
Note: Not available with | seal option.
V3 Vertical Mount, V-bracket PC Mounting
7201MD9V3BE
4(115;]3)> A25 TYP.
] (3.18)
20 T\ N @h
(6.86) . g b
‘ ‘ 620 ‘
] C&K Marking B | (1'5 75) 76‘)* 3 .370 (9.40)
.280 ] [} on Opposite Side ! | -9—©
(7.11) =l m@ [H 0.460 (11.68) L - “.%% [)%P
Epoxy Seal — At 130 j i - -
ooryp 1415060 | @ 00 0 @ 185(4.700  (4.83)
Tos1) ST | 030X 050TVR. g 048 TYP.— ¥
185 TYP. . (0.76) (1.27) (122) 1. Ll 125
(470) = .620 —~ | 320 L1318
(15.75) (8.13)
Actuator Shown In Pos. 1 )
Note: Not available with | seal option.
© 2026 Littelfuse, Inc.
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7000 Series

Miniature Toggle Switches

Option Code Contact Material

B Gold!
Q

Silver+®
S
G

Gold over Silver 22
R

Contact Material
Terminal Plating

Gold' Low Level / Dry Circuit
Silver®
Power

Matte-Tin®

Gold?®

Low Level / Dry

Matte-Tin® Level Circuit or Power

atte-Tin

C&K® Switch Datasheet

74 Littelfuse

Switches

Ratings

0.4 VA max. @ 20 V AC or
DC max.

5amps @ 120 V AC or 28 V
DC; 2 amps @ 250 V AC

0.4 VA max. @ 20 V AC or DC
max. Or 5 amps @ 120 V AC
or 28 V DC; 2 amps
@ 250 V AC

Notes: See Technical Data section of this catalog for RoHS compliant and compatible definitions and specifications.

1. Contacts & Terminals: Copper alloy, with gold plate over nickel plate.

2. End Contacts: Coin silver, with gold plate over nickel plate

3. Center Contacts & All Terminals: Copper alloy, with gold plate over nickel plate.

4. End Contacts: Coin silver, silver plated.

5. Center Contacts & All Terminals: Copper alloy, silver plated.

6. Terminals: Copper alloy, with matte tin alloy nickel plate.

Any models supplied with S, R, Q, B or G contact material are RoHS compliant. U11-U415 model numbers s with all options when ordered with G, S, R, or Q contact material. B contact material standard with all termina-
tions except C & Z. Q contact material standard with C, Z terminations. S & R contact materials not available with Z terminations.

Seal
E Epoxy Seal | Epoxy Potted Base
4 - _
ﬁ Single Pole o
E Seal .075 Max. ‘A’ Dim. ‘A’ Two, Three, & Four
poxy Sea Lo Models Only L ¥ Lol | 701 pole Models
Note: Comnatible with "bottom-wash PC hoard cleaning method Epoxy Base Seal H { Epoxy Rib Two, Three, &
ote: Lompatible wi ottom-wasi 0ard cleaning methods. .500 Max. Fﬂl.lr Pole Models Only
B <

(12.70)

Length is Same as Case Length

Note: Available with C, Z or W3 terminations.

No Poles DIM ‘A’
SP 0.410 (10.41)
DP 0.440 (11.19)
3P 0.505 (12.83)
4P 0.505 (12.83)
Available Hardware
Cap Cap Cap L41 Lever Handle
312 a1
. 383 - (12.12)
687 (7.92)
(8.73) (17.45) v
/
PART NO. PART NO. PART NO. PART NO.
896801000 WHITE 763701000 WHITE 706202000 BLACK 481001000 WHITE

896802000 BLACK

763702000 BLACK

706203000 RED

481002263 BLACK

896803000 RED 763703000 RED Material: Vinyl 481003000 RED
Mater_la_l. Plolyethylene Material: Vinyl Finish: Matte Material: Nylon
Finish: Matte Finish: Matte Finish: Matte

®A Littelfuse
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C&K® Switch Datasheet

7000 Series

Miniature Toggle Switches 74 Littelfuse

Switches

L42 Lever Handle 759D02000 Sealing Boot
204 (5.2)
1 ]
177 =
(19.74) 5
]
/ d
\ |
PART NO 524 (13.3)
481101000 WHITE 1/4-40 uns-2A nut

481102263 BLACK
481103000 RED

Material: Nylon
Finish: Matte

Notes: For use with S actuator style when combined with D, H, Y, and Y4 bushings

703D02000 Sealing Boot 704D02000 Sealing Boot

~

2 f} 16 [0.630] o 2[0079]

c.Bo \\J : i

0.331(8.4)
.464 (11.79)
=
<
L]
0
=
L4
15/32-32 NS-2A 15/32-32. NS-2A
) ) ) Notes: For use with T and TP style actuators. Cannot be used for Switch Functions: 7103, 7203, 7303, 7107,
Notes: For use with T and TP style actuators. Cannot be used for Switch Functions: 7103, 7203, 7303, 7107, 7207.

7207.

Disclaimer Notice - Information furnished is believed to be accurate and reliable. However, users should independently evaluate the suitability of and test each product selected for their own applications. Littelfuse products are
not designed for, and may not be used in, all applications. Read complete Disclaimer Notice at http://www.littelfuse.com/disclaimer-electronics.

© 2026 Littelfuse, Inc.
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