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Installation Instructions
MXM Series Mega®-Midi®  Fuse Holder
120V 650A Max Bolt-Down Fuse Holder
Part Numbers: FHBD56A, FHBD56B

Installation  
Assemble the Fuse Holder in the following sequence:

Specifications, descriptions and illustrative material in this literature are as accurate as known at the time of publication, and are 
subject to changes without notice. Visit littelfuse.com for the most up-to-date technical information.

FHBD56B FHBD56A
Fuse Sold Separately

STEP 
1

Remove cover  
(squeeze in at the sides to 
release locks)

STEP 
5

Install Busbar option 
as necessary (2 up to 5 
holes). (Skip this step in 
case no busbar is needed)

STEP 
6

Install fuse type as 
necessesary 
 
Fuse Holders using 
fixation points.

STEP 
7 Place Ring Terminal(s)

STEP 
8

Install M6 or M8 nuts 
(x2 per Fuse Holder)

STEP 
9 Install Cover(s)

STEP 
2

Push the Movable Tab 
to the desired pitch 
position based on the 
selected fuse: 56, 51, 
36, or 30mm. (Skip step 
if default pitch of 56mm is 
preferred.)

STEP 
3

Remove (x2) nuts per 
Fuse Holder

STEP 
4

Install Fuse Holder 
array (M6, M8 or mixed) 
as necessary using 
´´interlocking pins´´ side 
features and bolt down 
(Skip step if singular Fuse 
Holder is to be used)

Description
Thanks to their interlocking pins and sliding tab design 
features, the MXM Series 120V 650A Max Fuse Holders offer 
a convenient way to build your own high-current fuse array to 
combine different MEGA® and MIDI® fuses with various sizes 
(M6 and M8), pitches, and ratings (up to 120V; 650A). This 
versatile fuse holder for MEGA® and MIDI® fuses can also be 
used inline or as a bolt down fuse holder.

With available M6 and M8 versions, these fuse holders 
accommodate the full line of Littelfuse MEGA® and MIDI® 
fuses, as well as comparable fuses from other vendors.

The included protective cover and available busbars are designed 
to be compatible with both the M6 and M8 versions of the fuse 
holder, making it simple to build a fuse array that works for your 
application. A poka-yoke feature makes combining fuse types 
mistake-proof, preventing the misuse of the wrong sliding tab in 
the different fuse holder bases.

Web Resources
Download 2D print, installation guide and technical 
resources at: littelfuse.com/MXM-FH

Order Information

If you require custom pre-set pitch variants, please speak with your 
Littelfuse sales rep to create a custom project order.  
 
See datasheet for examples of custom fuse array configurations 
and fuse applicability. 

Accessories

PART NUMBER DESCRIPTION

FHBD56A M6 Fuse Holder Preset to 56 mm Pitch

FHBD56B M8 Fuse Holder Preset to 56 mm Pitch

PART NUMBER DESCRIPTION IMAGE

882-954-2 2-Way Busbar

882-954-3 3-Way Busbar

882-954-4 4-Way Busbar

882-954-5  5-Way Busbar

http://littelfuse.com/MXM-FH

