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Doug Bramwell

Issued by: Doug Bramwell, C.E.T.

PRODUCTS

CLASS 4812 02 - GROUND FAULT DEVICES - Signal Type Detectors
CLASS 4812 82 - GROUND FAULT DEVICES - Signal Type Detectors-Certified to US

Standards

Neutral resistor grounding monitors, enclosed, Model NRGM-ENC (followed by suffixes), rated 120 Vac or
480/600 Vac, 35 VA max.

Notes:

1. This equipment is intended for equipment protection only;

2. This equipment is for use in tripping primary circuit protection equipment in the event of a ground fault or
failure of the neutral grounding resistor;

3. This equipment is classified as a Class I ground fault protection device as per ANSI/UL 1053;

4. Model Designation is followed by numeral 0 through 7, followed by numeral 0 through 9, followed by 0 or 1,
followed by 0, 1, or 2, followed by 0 or 1.

5. This equipment has been evaluated as Enclosure Type 4X.
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APPLICABLE REQUIREMENTS

CAN/CSA C22.2 No. 144-M91 - Ground Fault Circuit Interrupters

CAN/CSA C22.2 No 94-M91 - Special Purpose Enclosures

ANSI/UL Std 1053, 6TH Ed. - Standard for Ground Fault Sensing and Relaying Equipment

ANSI/UL Std 50, 11TH Ed. - Enclosures for Electrical Equipment


