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CSA INTERNATIONAL

Certificate of Compliance

Certificate: 1745654 (LR 53428-7) Master Contract: 153609

Project: 1745654 Date I ssued: 2006/01/17

I'ssued to: Startco Engineering Ltd

406 Jessop Avenue
Saskatoon, SK S7N 2S5
Canada

Attention: Joe Dudiak

The products listed below are eligible to bear the CSA Mark shown
with adjacent indicators'C' and 'US

I ssued by: Frank Gessner

US

Authorized by: Patricia Pasemko, Operations
Manager
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PRODUCTS

CLASS 481202 - GROUND FAULT DEVICES- Signa Type Detectors
CLASS481282 - GROUND FAULT DEVICES - Signal Type Detectors-Certified to US
Standards

Ground Fault Relay Tester, Model SE-100T, rated 120VAC, 60Hz, 30VA input; 6.3VAC, 0.65A (LO)
continuous, 2.75A (HI) - thermally limited outputs.

The'C' and 'US' indicators adjacent to the CSA Mark signify that the product has been evaluated to the applicable CSA and ANSI/UL Standards, for use in Canada and the
U.S,, respectively. This'US indicator includes products eligible to bear the 'NRTL" indicator. NRTL, i.e. National Recognized Testing Laboratory, is a designation granted
by the U.S. Occupational Safety and Health Administration (OSHA) to laboratories which have been recognized to perform certification to U.S. Standards.
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Notes:
1. This equipment is intended for the use with submitter’s Ground Fault Sensing and Signaling Equipment.

2. Model SE-100T is Certified for use as a component of other equipment, the suitability of which is determined by
CSA International or the local inspection authorities.

APPLICABLE REQUIREMENTS

CAN/CSA - C22.2 No. 0-M91 - General Requirements - Canadian Electrical Code, Part II
CSA Std. - C22.2 No. 0.4-04 - Bonding of Electrical Equipment
CSA Std. - C22.2 No. 14-05 - Industrial Control Equipment

ANSI/UL - 1053, 6th Edition - Ground Fault Sensing and Relaying Equipment
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