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Certificate of Compliance 
Certificate: 1625509 Master Contract: 153609 (053428_0_000) 

Project: 70159049 Date Issued: 2017-10-16 

Issued to: Startco Engineering ULC 

3714 Kinnear Pl 

Saskatoon, Saskatchewan S7P 0A6 

CANADA 

Attention: Kim Haluik 

The products listed below are eligible to bear the CSA Mark shown 

 with adjacent indicators 'C' and 'US' for Canada and US or with adjacent 

indicator 'US' for US only or without either indicator for Canada only.    

     

Issued by: 
Payam Rafieian 

Payam Rafieian 

PRODUCTS 

481202 - GROUND FAULT DEVICES-Signal Type Detectors 

481282 - GROUND FAULT DEVICES-Signal Type Detectors-Certified to US Standards 

 

Neutral Grounding Resistor Monitors, Models SE-325 and PGM-8325 (with or without suffix letters) for 

equipment protection, rated 120 or 240VAC, 50/60Hz, 10VA or 120V dc, 5W inputs; 240VAC or 28V dc, 4A 

(Res), 120/240VAC, 0.125 hp relay output ratings. 

 

Notes: 

1. The basic Model Designation (SE-325 or PGM-8325) is followed by either no suffix, indicating 120 Vac 

input power, or suffix “E” indicating 240 Vac input power, or suffix “D” indicating 120 Vac/dc input power, 

and then may be followed by suffix “H” indicating a harmonic filtering option, and then may be followed by 

suffix “N” indicating a non-latching option, and then may be followed by suffix “P, and then may be followed 

by suffix “S” indicating extended resistor fault trip time, and then may be followed by suffix “T” indicating 

extended ground fault trip time. 

2. Models SE-325 and PGM-8325 are intended for equipment protection only. 

3. Models SE-325 and PGM-8325 are for use in tripping primary circuit protection equipment in event of a 

ground-fault and are classified as a Class 1 ground fault protection device as per ANSI/UL 1053 or for 

checking ground continuity. 
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4. Models SE-325 and PGM-8325 are certified for use as a component of other equipment, the suitability of 

which is determined by CSA International or the local inspection authorities. 

APPLICABLE REQUIREMENTS 

 

CSA Std C22.2 No 14-13  - Industrial Control Equipment 

CAN/CSA C22.2 No. 144-M91 - Ground Fault Circuit Interrupters  

ANSI/UL  508, 17TH Edition - Industrial Control Equipment 

ANSI/UL 1053, 6TH Edition - Ground Fault Sensing and Relaying Equipment 
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Supplement to Certificate of Compliance 

Certificate: 1625509 Master Contract: 153609 (053428_0_000) 

The products listed, including the latest revision described below, 

are eligible to be marked in accordance with the referenced Certificate. 

Product Certification History 

Project Date Description 

     

70159049 2017-10-16 Update Report 1625509 to remove Model RK-13 relay interface module. 

70011779 2014-11-12 Update Report 1625509 to add two line to ground capacitors on PCB for 

Model SE-325D. No testing required. 

2585028 2013-01-11 Update Report to add alternate power supply for Models with “D” suffix. 

2136374 2009-05-30 Update Report 1625509 to add Model PGM-8325. 

1625509 2005-11-05 Update Report to Evaluate Model SE-325 to US Requirements (UL 1053) 

LR 53428-8 1995-06-08 Alternate construction of Models SE325 and SE105.  Re-issue of Report 

Nos. LR 53428-4 and -5. 

LR 53428-5 1988-10-27 Neutral/ground resistance monitor, Model SE325.  Superseded by 1625509. 
 

 


