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0080 [2.03] x 0190 {4.82] KEYWAY

FRONT VIEW SHOWN W/0O
LEVER AND FACE NUT

®0.062 (#1571 x 0.040 [101) HIGH PIN {#1.57]
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NOTES:

1, ALL DIMENSIONS ARE REFERENCE ONLY

2. ALL STEEL PARTS PLATED

3. SHAFT 0-RING SEALED TO CASE

4. TERMINAL INSULATOR GASKET SEALED

5. START LOCK-OUT FEATURE; SWITCH MUST
GO 7O “OFF* POSITION BEFORE START
CIRCUIT CAN BE RE-ENERGIZED

6. PARTS MAY BE ASSEMBLED OR
SUPPLIED IN A PLASTIC BAG

7. APPLICABLE SAE STANDARD OR RECOMMENDED
PRACTICE SAE J259

GRD 7O CASE

(SPRING RETURN TO
ACC & IGN POSITIDOND

CASE

FACE NUT

RETAINING RING
LEVER, NOTE 6
SCREW,#8-32 AND LOCKWASHER —
ACC & IGN

ST

0360 [ 9.4
0370 L 9.39

1-24 UNS THREAD

PANEL -

THICKNESS

20.120 [(#3.04]
DRAIN HOLE

[~ 1.850 [46.98] ——==

Revision Control Record

Rev.

Description of Change

ECNNo.| Date

=

FRONT VIEW

03619 | 11/2403

TERMINAL, INSULATOR

PERMANENTLY MARK PART NO. & DATE CODE

SCREW #8-32 & LOCKWASHER,
S REQ'D, NOTE 6

®1.831 [46.51]

0.619 [15.72]
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