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95061-04

SW,ROT,IGN,PLSTC

95061-05

A

Drawn

BY:

0.862 [21.88]

0.750 [19.05] FLAT

Ø0.125 [Ø3.18] 2 PL

1.248 [31.69]

 1.990 [50.55]

Ø2.011 [Ø51.07]

 FACE NUT, PLASTIC,

 BLACK

 MOUNTING STEM, M22 x 1.5

 HOUSING, PLASTIC, BLACK

 CONNECTOR TO ACCEPT

 DEUTSCH  DT06-6S CONNECTOR

 OR EQUIV, SEE NOTE 8

 MARK PART NUMBER

 & DATE CODE

 HEX NUT, BRASS

PIN NUMBER CIRCUIT

12VDC

RESISTIVE LOAD

PINS 1 & 6 CONNECTED TOGETHER INTERNALLY

PINS 4 & 5 CONNECTED TOGETHER INTERNALLY

2

3

4 & 5

1 & 6

START

ACCESSARY

IGNITION

BATTERY

5 AMPS

10 AMPS

10 AMPS

LEVER, ZINC DIE CAST

SCREW & LOCKWASHER

OFF

  1& 6

IGN & ACC

START

1, 6 & 3

 1, 6 & 4, 5

1, 6 & 2

1, 6 &  4, 5

SPRING RETURN TO

IGN & ACC POSITION

SEE NOTE 9

A

RELEASED DRAWING

10768
7/25/14

NOTES:

1. TOLERANCES PLUS OR MINUS 0.015 [0.38]

2. CONTACT AREA SEALED TO IP67

3. BACK OF SWITCH SEALED WHEN MATING CONNECTOR IS INSTALLED

4. FOR RESISTIVE LOAD RATING SEE CHART OR BACK OF SWITCH

5. FOR PIN TERMINAL LOCATIONS & IDENTIFICATION SEE CHART

6. MATERIALS: HOUSING BLACK THERMOPLASTIC

                          INTERNAL STATIONARY CONTACTS: COPPER

7. SWITCH TESTED TO SAE J259.

8. SW. MATES WITH COLE HERSEE 31101 CONNECTOR ASSEMBLY

9. START LOCKOUT FEATURE. SWITCH MUST GO TO "OFF" POSITION

    BEFORE THE START CIRCUIT CAN BE RE-ENERGIZED

10. SW. MUST NOT BREAK CIRCUIT OR BE DAMAGED IF SHAFT IS TORQUED

      TO 15 IN-LBS [ 1.69Nm]

11. SW. SAME AS 95061-04, EXCEPT TWO ADDITIONAL DRAIN HOLES ADDED.

HENCOL 13 SEAL

AROUND PERIMETER

0.760 [19.30]

Ø0.860 [Ø21.84]

PANEL MOUNTING

HOLE DIM.

XXX    95061-05


