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2.68 [68.1]

0.45 [11.4]

 BEZEL, BLACK PLASTIC,  WHITE LETTERING

 SEE NOTE 12 (PACKAGED IN A BAG)

 HOUSING, GRAY PLASTIC

 MOUNTING STEM & PIN,

 ZINC DIE CAST

 MOUNTING STEM, 18MM x 1.5

NOTES:

1. ALL DIMENSIONS ARE REFERENCE ONLY

2. ALL STEEL PARTS PLATED

3. CONTACT SURFACES COPPER

4. RECOMMENDED LOCK SHANK SIZE 5/16" (0.312[7.93]) DIA

5. TESTED TO IP68

6. RATINGS:

    CONTINUOUS DUTY:

    12 Vdc: 300 AMPS; 24 Vdc: 250 AMPS; 36 Vdc: 200 AMPS

    INTERMITTENT DUTY:

    1000 AMPS FOR 90 SECONDS ON; 5 MINUTES OFF

     2000 AMPS FOR 30 SECONDS ON; 5 MINUTES OFF

7. SWITCH MUST BE INSTALLED WITH BEZEL

8. CUSTOMER SUPPLIED TERMINALS SHOULD BE IN DIRECT

    CONTACT WITH BASE OF STUD

9. STUD TORQUE 70-90 IN-LBS [7.9-10.1 N.m]

10 MOUNTING STEM HEX NUT TORQUE 18 FT LBS [24.4 N.m]

11. PANEL THICKNESS RANGE: 0.032-0.450 [0.81-11.43]

12. PARTS SHIPPED BAGGED. SWITCH IN ONE BAG, KNOB AND

      BEZEL IN ONE BAG, AND HARDWARE IN ONE BAG. THREE BAGS

      MAKE UP AN ASSEMBLY

13. FOR ADDITIONAL KNOB RETENTION, ASSEMBLE  SCREW TO

     SHAFT THEN INSERT CAP, ASSEMBLE

     SCREW TO SHAFT THEN INSERT CAP

14. ROTATION OF THE STUD WITHIN THE BASE UP TO 5° IS

       NORMAL AND DOES NOT EFFECT OPERATION OR SEALING

Ø0.748 [Ø19.00]

Ø0.276 [Ø7.00]

0.807 [20.50]

Ø0.748 [Ø19.00]

0.650 [16.50]

Ø0.276 [Ø7.00]

MOUNTING

PATTERNS

PERMANENT MARK

DATE CODE IN THIS AREA

CAP & SCREW , SEE NOTES 12 & 13

(PACKAGED IN A BAG)

 KNOB,BLACK PLASTIC,

 POINTER WHITE

 PACKAGED IN A BAG

0.450 [11.43]

 STUDS, COPPER

HEX NUT, M10 x 1.5, STAINLESS STEEL

(PACKAGED IN A BAG)
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Note: unless noted otherwise all dimension are  AFTER plating

Tolerances    Unless otherwise specifically noted, the following

 are default tolerances;

   2-places             3-places           Angular

+/- 0.02"[0.50]    +/- 0.005"[0.13]      +/- 1 
Unless otherwise specified dimensions are in inches

Dimensions in brackets [ ] are in millimeters

"REF" = Non-Toleranced Reference Dimension, shown for

 clarification purposes only.

NOTE:  All tolerances are Non-Cumulative.
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 INSULATOR,

GRAY, PLASTIC

LOCKWASHER SEATED ON

THE INNER SURFACE OF

BEZEL, SEE NOTE 12

(PACKAGED IN A BAG)
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 HARDWARE IN A BAG
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FOR CLARITY


