NOTES:

1. ALL STEEL PARTS PLATED
2. ALL DIMENSIONS ARE REFERENCE ONLY
3. MOUNTING THREADS: 1'-11 1/2 NPSM MOUNTING TORQUE:
   10.8-13.5 Nm (8-10 FT LBS) NOT TO EXCEED 13.5 Nm (10FT LBS)
4. STUD 3/8-16 - TIGHTENING TORQUE: 8.1-10.8 Nm (6-8 FT LBS)
5. PARTS SUPPLIED IN BAG.
NOTES:
1. ALL STEEL PARTS PLATED
2. ALL DIMENSIONS ARE REFERENCE ONLY
3. MOUNTING THREADS: 1"-11 1/2 NPSM MOUNTING TORQUE:
   10.8-13.5 Nm (8-10 FT LBS) NOT TO EXCEED 13.5 Nm (10 FT LBS)
4. STUD 3/8-16 - TIGHTENING TORQUE: 8.1-10.8 Nm (6-8 FT LBS)
5. PARTS SUPPLIED IN BAG.

1.130 [28.70]
1.125 [28.57]
1.135 [28.83]
0.570 [14.48]
0.56 [39.62]

CAP, BLACK
NEGATIVE STUD

TYPICAL PANEL CUTOUT

LOCK WASHER
WASHER
INSULATOR
STUD
HEX NUT 3/8-16 UNC

Revision Control Record

Rev. Description of Change  ECN No.  Date
C NOTES & VIEW  03199  5/29/03
D DIMENSIONS & VIEW  3733  12/23/03
NOTES:
1. ALL STEEL PARTS PLATED
2. ALL DIMENSIONS ARE REFERENCE ONLY
3. MOUNTING THREADS 1'-11 1/2 NPSM
   MOUNTING TORQUE 10.8-13.5 Nm
   (8-10 FT LBS) NOT TO EXCEED
   13.5 Nm (10 FT LBS)
4. STUD 3/8-16 TIGHTENING TORQUE
   8.1-10.8 Nm (6-8 FT LBS)
5. ALL HARDWARE SUPPLIED IN BAG