NOTES:
1. RATING: CONTINUOUS – 175 AMP 5-12
   24-36 VOLTS DC, INTERMITTENT – 1000 AMPS
   6-12-24-36 VOLTS DC, 15 SEC ‘ON’ 5 MIN ‘OFF’
2. ALL STEEL PARTS PLATED
3. HARDWARE ASSEMBLED
4. ALL DIMENSIONS REFERENCE ONLY
LEVER, ZINC DIE CAST, CHROME PLATED

HEX NUT, 3/4-16, BRASS, 2 PLACES

LOCK WASHER
MOUNTING STEM, BRASS
UL LABEL

CASE, BRASS
HEX NUT, 3/8-24, BRASS, 4 PLACES

LOCK WASHER, 4 PLACES

STUD, 3/8-24, BRASS, 2 PLACES

OFF

45°

ON

NOTES:
1. SILVER LAMINATED CONTACT SURFACES
2. CONTINUOUS RATING:
   175 AMPS 6-12-24-36 VOLTS DC
3. ALL DIMENSIONS REFERENCE ONLY
4. ALL STEEL PARTS PLATED
5. IGNITION PROTECTED

DO NOT SCALE

M 284-01

Confidential Property of Cole Hersee
NOTES:
1. SILVERED CONTACTS
2. O-RING SEALED AT MOUNTING STEM
3. GASKET SEALED AT TERMINAL INSULATOR
4. PART NUMBER (M284-02) TO BE STAMPED AT RANDOM
5. PARTS MAY BE ASSEMBLED OR SUPPLIED IN A PLASTIC BAG
6. RATING:
   CONTINUOUS RATING
   175 AMP 6-12-24-36 VOLT DC
   INTERMITTENT RATING
   1000 AMP 6-12-24-36 VOLT DC
   15 SEC ON 5 MIN OFF
NOTES:
1. SILVER LAMINATED CONTACT SURFACES
2. CONTINUOUS RATING:
   175 AMPS 6-12-24-36 VOLTS D.C.
3. INTERMITTENT RATING:
   1000 AMPS 6-12-24-36 VOLTS D.C.
4. 15 SECONDS ON, 5 MINUTES OFF
5. ALL DIMENSIONS REF. ONLY

DO NOT SCALE
CAD GENERATED

METRIC