NOTE:
© 1. ALL STEEL PARTS PLATED.

METRIC

DO NOT SCALE

<table>
<thead>
<tr>
<th>LET</th>
<th>WAS</th>
<th>DATE</th>
<th>BY LET</th>
<th>WAS</th>
<th>DATE</th>
<th>BY</th>
</tr>
</thead>
<tbody>
<tr>
<td></td>
<td></td>
<td></td>
<td></td>
<td></td>
<td></td>
<td></td>
</tr>
</tbody>
</table>

MATERIAL

<table>
<thead>
<tr>
<th>#</th>
<th>CW</th>
<th>AF</th>
</tr>
</thead>
<tbody>
<tr>
<td></td>
<td></td>
<td></td>
</tr>
</tbody>
</table>

FINISH NOTED

TOLERANCES

DECIMAL ± METRIC ± .25
MALE BLADE TERMINALS, BRASS
PAL NUT, NOTE 2
HEX NUT, NOTE 2
MTG STEM, 1/2-20 UNF-2A THD

#2 CIRCUIT
#1 CIRCUIT
OFF

NOTE
1 ALL STEEL PARTS PLATED
2 PARTS MAY BE ASSEMBLED
   OR SUPPLIED IN A BAG
3 RATING 10 AMPS @ 12 V

Cole Hersee Co.
20 OLD COLONY AVENUE, BOSTON, MA, U.S.A. 02127

Confidential Property of Cole Hersee
NOTES:

1) SILVERED CONTACT SURFACES

2) NUMBER OF POLES 1

3) CIRCUIT

4) NUMBER OF throws 1

5) SEALING: NONE

6) ALL STEEL PARTS PLATED

7) RATING

<table>
<thead>
<tr>
<th>RESISTIVE</th>
<th>INDUCTIVE</th>
</tr>
</thead>
<tbody>
<tr>
<td>12V 18 AMP</td>
<td>15 AMP</td>
</tr>
<tr>
<td>24V 10 AMP</td>
<td>10 AMP</td>
</tr>
</tbody>
</table>

LIFE @ RATED CURRENT

MAKE & BREAK

12V—100,000 MIN

24V—50,000 MIN

DO NOT SCALE
NOTES:
1. 8 AMPS @ 12 VDC
2. ALL STEEL PARTS PLATED

METRIC

PUSH-PULL SWITCH

50160

DATE DRAWN
1-20-48

DATE BLUEPRINT

CONFIDENTIAL PROPERTY OF COLE HERSEE