NOTES:
1. ALL STEEL PARTS PLATED
2. ALL DIMENSIONS ARE REF. ONLY UNLESS NOTED OTHERWISE
3. A1 & A2 CIRCUITS MUST BREAK BEFORE ANOTHER CIRCUIT MAKES
4. SILVER LAMINATED CONTACT SURFACES
5. ALL HARDWARE TO BE ASSEMBLED
LEVER

HEX NUT (2 REQ'D)

LOCK WASHER

BUSHING 1/2-20 UNF

CASE

SCREW RD. HD. #8-32 X 1/4 L 6
(4 REQ'D)

LOCK WASHER (4 REQ'D)

OFF

REVERSE

ON

40°

40°

10.37

11.67

45°

31.75

40.64

53.09

88.90

REF.

NOTES:

1. SILVER LAMINATED CONTACT SURFACES
2. ALL STEEL PARTS PLATED.

METRIC

LET: WAS DATE BY LET WAS DATE BY MATERIAL NOTED DRAWN CHECKED APPROV'D SCALE

11-6-67

DO NOT SCALE

CHA-188(4-78)

Confidential Property of Cole Hersee

90005-01
2 KEYS - RINGED.

FACE NUT

ADAPTER WASHER

HEX NUT

13/16-24 UNS-2A MTG STEM

8-32 SCREW & L WASHER

NOTE:
1. ALL STEEL PARTS PLATED
2. "O" RING SEAL AT MTG. STEM

METRIC

DO NOT SCALE

CH-188(4-78)

CONFIDENTIAL PROPERTY OF COLE HERSEE CO.
KEYS & TUMBLER (SEE NOTE 1)
FACE NUT, ALUMINUM
3/4-20 UNEF-2A MTG. STEM
PAL NUT, STEEL
HOUSING, ZINC DIE CAST
TERM, STEEL (3 REQ'D)
L'WASHER, STEEL (3 REQ'D)
SCREW, STEEL, 8-32 UNC-2A (3 REQ'D)
TERM INSUL, BAKELITE, XXP, BLACK

NOTE:
1. SUPPLIED IN SETS OF 10 MATING KEYS & CYLINDERS,
   CH-501 THRU CH-506, -510, -512, -516 & CH-523
2. ADAPTER FACE NUT PERMITS ASSEMBLY OF SWITCH TO
   3/4 B 7/8 DIA. PANEL HOLES
3. ALL STEEL PARTS PLATED

DO NOT SCALE

<table>
<thead>
<tr>
<th>LETTER</th>
<th>WAS</th>
<th>DATE</th>
<th>DRAWN</th>
<th>CHECKED</th>
<th>APPROVED</th>
<th>SCALE</th>
</tr>
</thead>
<tbody>
<tr>
<td>G</td>
<td>ZNC</td>
<td>12/84</td>
<td>GAK</td>
<td>11/4-79</td>
<td>11/96</td>
<td>1:1</td>
</tr>
<tr>
<td>I</td>
<td>64.51</td>
<td>11/806</td>
<td></td>
<td></td>
<td></td>
<td></td>
</tr>
<tr>
<td>E</td>
<td>ADDED VIEWS</td>
<td>4-7-85</td>
<td></td>
<td></td>
<td></td>
<td></td>
</tr>
<tr>
<td>D</td>
<td>REDRAWN</td>
<td>11-9-79</td>
<td></td>
<td></td>
<td></td>
<td></td>
</tr>
</tbody>
</table>

REVERSING SWITCH 95593

CONFIDENTIAL PROPERTY OF COLE HERSEE

CH 188(4 78)