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DISCLAIMER

Specifications are subject to change without notice.
Littelfuse Startco is not liable for contingent or
consequential damages, or for expenses sustained as a
result of incorrect application, incorrect adjustment, or a
malfunction.
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1. GENERAL 2. ETHERNET CONFIGURATION

This document describes the Anybus Ethernet IT
features supported by the SE-330/SE-330AU/SE-330HV.
The Ethernet module supports the Modbus/TCP protocol
and the IT functionality enables the module to work as a
FTP Server, Telnet Server and HTTP Server. The
module’s file system can hold 1.4 Mbytes of data.

The IT features allow uploading custom web pages to
access and display data. A default web page is included
to demonstrate the IT functionality.

2.1 CONFIGURATION SETTINGS

The Ethernet address can be set using the configuration
switches or by using configuration software. The
configuration switches allow setting the IP address from
192.168.0.1 to 192.168.0.254 with Subnet mask
255.255.255.0. If an IP address other than this range is
required, use the configuration software.

L
‘ACTIVITY‘O O‘NET STATUS

[ @,\‘ LINK ‘C)_C)‘MOD STATUS
12345678

FIGURE 2.1 SE-330/SE-330AU/SE-330HV Top View Showing Ethernet Connection, Switches and LED’s.

2.1.1 CONFIGURATION SWITCHES

The configuration switch provides an easy way to
configure the module for intranet use. The switch
represents the binary value of the last byte in the IP
address (n). Both 0 and 255 are reserved and cannot be
used. The module will use the settings described below.

IP address: 192.168.0.n
Subnet mask: 255.255.255.0
Gateway address:  0.0.0.0 (No gateway set)

Subnet mask and Gateway address settings are fixed to
the above values when using the configuration switches.
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TABLE 2.1 CONFIGURATION SWITCH SETTINGS

n S1 | S2 | S3 | S4 | S5 | S6 | S7 | S8

0 0 0 0 0 0 0 0 0
1 0 0 0 0 0 0 0 1

255 1 1 1 1 1 1 1 1

1 = ON (Switch Down)
0 = OFF (Switch Up)

NOTE: The node address associated with a Modbus
device is not used. Device selection is done using only
the IP address.
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2.1.2 CONFIGURATION SOFTWARE

The IP address is set using the IPConfig330 program
available at www.startco.ca.

Set the address switches to 0.  Connect the
SE-330/SE-330AU/SE-330HV to an Ethernet network
and run the IPConfig330 software. All module
addresses for connected Anybus modules will be
displayed. The MAC address is used to identify a
specific SE-330/SE-330AU/SE-330HV.

2.1.2.1 TROUBLESHOOTING

If the SE-330 will not connect using the configuration
switches try using IPConfig330 software. Set the
configuration switches to address 0 and use IPConfig330
to view the connected units. Double click on the unit
data to set the address. If the configuration switch
address is used, IPConfig330 can be used to temporarily
set a different IP address. On a subsequent power-on
sequence, however, the IP address will revert to the
configuration switch address.

2.2 LED INDICATION
The module contains four LED indicators.

Connector Switches

19 et
W

FIGURE 2.2 LED Indicators.
LED 1 - Link
Indicates that the module is connected to an Ethernet

network.

TABLE 2.2 LED 2 - MODULE STATUS

STATE DESCRIPTION
Steady Off No Power

Steady Green Device Operational
Flashing Green Standby

Flashing Red Minor Fault
Steady Red Major Fault
Flashing Green/Red Self-Test

TABLE 2.3 LED 3 - NETWORK STATUS

STATE DESCRIPTION

Steady Off No Power or No IP Address
Steady Green Connected

Flashing Green No Connections

Flashing Red Connection Timeout
Steady Red Duplicate IP

Flashing Green/Red Self-Test

LED 4 - Activity LED
Flashes green each time a packet is received or
transmitted.
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2.3 FILE SYSTEM

The module contains a file system to support IT
functionality. The file system is a fixed-size storage arca
with a hierarchical directory structure. Any data, user, or
application can be stored in files within the file system.
Files can be grouped in directories for readability.

The file system features two security levels.
Depending on security level, different users can have
access to different files and directories. The application
however, always has unrestricted access to the file
system.

The file system is accessible via FTP, Telnet, HTTP,
and from the application using mailbox commands.

The file system is case sensitive. This means that the
file ‘AnyBus.txt’ is not identical to the file
‘AnyBus.TXT’. Filenames can be a maximum of 48
characters long. Pathnames can be 256 characters in
total, filename included.
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3. ATTRIBUTE DEFINITIONS

The SE-330/SE-330AU/SE-330HV attribute table
contains the attributes that are referenced in the following
sections. Where bit descriptions are used, Bit 0 is the
least significant bit of a byte or word value.

TABLE 3.1 SE-330/SE-330AU/SE-330HV ATTRIBUTE DEFINITIONS

ATTRIBUTE NAME

DESCRIPTION

Trip Status
Pre-Trip Status

Bit string of fault bits
Bit 0, EF/GF: 1 = Earth/Ground Fault Trip

0 =No Trip
Bit 1, RF: 1 = Resistor Fault Trip
0 =No Trip
Bit 2, CAL: 1 = Calibration Error
0 =No Error
Bit3,ADC: 1 =A/D Error "
0 =No Error
Bit4, GRV: 1 = Voltage Trip
0 =No Trip
Bit 5, EE: 1 = EEPROM Error
0 =No Error
Bit 6, SYS: 1 = Internal Fault
0 = No Internal Fault
(Will cause a EF/GF and RF trip)
Bit 7, RMT: 1 =Remote Trip
0 =No Trip

(Will cause a EF/GF and RF trip)

)" These bits do not activate the EF/GF indication relay.

Pending Trips

Bit string of status bits

Bit 0, EF/GF: 1 = EF/GF Current > Set Point
0 = EF/GF Current < Set Point

Bit 1, RF: 1 =NER/NGR Resistance Exceeding Limits
0 = NER/NGR Resistance Within Limits

Relay Status

Bit string indicating the state of output relays

Bit 1, K3: 1 =RF Indication Relay Energized
0 =Not Energized
Bit 2, K2: 1 = EF/GF Indication Relay Energized
0 = Not Energized
Bit 3, K1: 1 = Trip/Pulse Relay Energized
0 = Not Energized
Switches Bit string indicating the state of the configuration switches
Bit 0, S4: 1 =RF Latch
0 =RF Not Latched
Bit 1, S3: 1 = EF/GF Latched
0 = EF/GF Not Latched
Bit 2, S5: 1 =20k Sensor (200 k for SE-330HV)
0 =100k Sensor
Bit 3, S6: 1 =50Hz
0 =60Hz
Bit 4, S2: 1 = Fail Safe Trip-Relay Operation
0 = Non Fail Safe Operation
S2 is not used on SE-330AU
Bit 5, S1: 1 = Trip Configuration (K1)

0 = Pulsing Configuration (K1)
S1 is not used in SE-330AU or SE-330HV
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TABLE 3.1 SE-330/SE-330AU/SE-330HV ATTRIBUTE DEFINITIONS (Continued)

ATTRIBUTE NAME

DESCRIPTION

Record x Up to 10 trip records are stored in a circular (ring) buffer (FIFO)
x=0t09) A trip record consists of the following:
Trip Status
Pre-trip Current
Pre-trip Voltage
Pre-trip Resistance Change
Record Head points to last trip record. See Sec. 4.1.
Command Specifies the command sent to the SE-330/SE-330AU/SE-330HV.
Modbus TCP:
Reset Command: Transition from 0 to 256
Remote Trip: Transition from 0 to 512
Clear Event Records: Transition from 0 to 1024
Ethernet/IP:
Reset Command: Transition from 0 to 1
Remote Trip: Transition from 0 to 2
Clear Event Records: Transition from 0 to 4
EF/GF Trip Time Positions on front-panel EF/GF Trip Time selector
Position SE-330/SE-330HV SE-330AU
0 100 ms 100 ms
1 200 ms 120 ms
2 300 ms 140 ms
3 400 ms 160 ms
4 500 ms 180 ms
5 700 ms 200 ms
6 ls 250 ms
7 2s 300 ms
8 3s 350 ms
9 Ss 400 ms
10 10s 500 ms
EF/GF Level Positions on front-panel EF/GF Trip Level selector
. SE-330AU | SE-330AU
Position | SE-330/SE-330HV EFCT-x CS30-x
0 2% CT Rating 125 mA 0.75 A
1 4% CT Rating 250 mA 1.5A
2 6% CT Rating 300 mA 1.8A
3 8% CT Rating 400 mA 24A
4 10% CT Rating 500 mA 30A
5 15% CT Rating 750 mA 45A
6 20% CT Rating 1A 6.0 A
7 40% CT Rating 2A 120A
8 60% CT Rating 3A 180 A
9 80% CT Rating 4A 24.0 A
10 100% CT Rating SA 30.0A
Pulse Time Positions on front-panel Pulse Period selector
(Not Applicable to
SE-330HV or 0=1.0s
SE-330AU) 1=12s
2=14s
3=16s
4=18s
5=20s
6=22s
7=24s
8=206s
9=28s
10=30s

Pub. 330ETHERNET-M, March 16, 2010
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TABLE 3.1 SE-330/SE-330AU/SE-330HV ATTRIBUTE DEFINITIONS (Continued)

ATTRIBUTE NAME DESCRIPTION

NER/NGR Current NER/NGR current reading in percent of CT Primary Rating
Pre-Trip Current
NER/NGR Voltage NER/NGR voltage reading in percent of Vn trip level setting on the
Pre-Trip Voltage front panel
NER/NGR Change Resistance deviation from calibrated setting.
Pre-Trip Change Signed 16-bit value.
Record Head Pointer to the latest of 10 pre-trip records. 255 indicates no trips

recorded. Range 0 to 9.

Fault Reset 0 to 1 transition causes a reset

Remote Trip 0 to 1 transition causes a remote trip

4. MobpBUS/TCP PROTOCOL

The SE-330/SE-330AU/SE-330HV Ethernet module
can handle up to 8 simultaneous connections. It supports
all of the Modbus/TCP class 0 and class 1 and some of
the class 2 commands.

Although word addressing (4xxxx) is recommended,
both bit and word addressing is supported. A 16-bit

and can also be read as bits by using bit addressing. The
bit address is 16 times the word address. For example, a
value at word address 34 has its most significant bit
located at bit address 16x34 or 544. The use of the
Modbus prefix 0, 1, 3, and 4 is a function of the master
and may not be required.  Check the master’s

word can be read as a single word using word addressing documentation.
TABLE 4.1 FuNcTION CODES
FUNCTION AFFECTS | ADDRESSING | MODBUS
CODE FUNCTION NAME CLASS AREA METHOD GROUP
1 Read coils 1 IN/OUT Bit 0xxxX
2 Read input discretes 1 IN/OUT Bit 1XXxXX
3 Read multiple registers 0 IN/OUT Word 4XXXX
4 Read input registers 1 IN/OUT Word 3XXXX
5 Write coil 1 OuT Bit 0xxxX
6 Write single register 1 ouT Word 4xxxX
7 * Read exception status 1 - - -
15 Force multiple coil 2 OuT Bit 0XXXX
16 Force multiple registers 0 OuT Word 4XXXX
22 Mask write register 2 OUT Word -
23 Read/Write registers 2 IN/OUT Word -
* Exception Code 01:  Illegal Function
Exception Code 02:  Illegal Data Address
Exception Code 03:  Illegal Data Value

Pub. 330ETHERNET-M, March 16, 2010



WA Littelfuse

STARTCO

4.1 MobpBUS/TCP MEMORY ADDRESSING
The IN area contains data that can be read using
Function Codes 1, 2, 3, 4, and 23. It is not possible to

write to the IN area.

The data is available in 16-bit format and starts at
memory address 160 (Modbus 40081)

TABLE 4.2 IN AREA: 16-BIT FORMAT

SE-330/SE-330AU/SE-330HV Ethernet Interface

Page 6
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TABLE 4.2 IN AREA: 16-BIT FORMAT
BYTE MEMORY
ADDRESS ATTRIBUTE
(Modbus Address)
Record 6

232 (40117)

Pre-Trip Status

234 (40118)

Pre-Trip Current

BYTE MEMORY

236 (40119)

Pre-Trip Voltage

238 (40120)

Pre-Trip Change'

Record 7

240 (40121)

Pre-Trip Status

242 (40122)

Pre-Trip Current

244 (40123)

Pre-Trip Voltage

246 (40124)

Pre-Trip Change'"

Record 8

248 (40125)

Pre-Trip Status

250 (40126)

Pre-Trip Current

ADDRESS ATTRIBUTE
(Modbus Address)
160 (40081) Revision
162 (40082) Trip Status
164 (40083) Pending Trips
166 (40084) EF/GF Time
168 (40085) EF/GF Level
170  (40086) Pulse Time @
172 (40087) NER/NGR Current
174 (40088) NER/NGR Voltage

252 (40127)

Pre-Trip Voltage

176 (40089)

NER/NGR Change"”

254 (40128)

Pre-Trip Change'"

178 (40090)

Relay Status

Record 9

180 (40091)

Switches

256 (40129)

Pre-Trip Status

182 (40092)

Record Head®

258 (40130)

Pre-Trip Current

Record 0

260 (40131)

Pre-Trip Voltage

184 (40093)

Pre-Trip Status

264 (40132)

Pre-Trip Change'"

186 (40094)

Pre-Trip Current

188 (40095)

Pre-Trip Voltage

190 (40096)

Pre-Trip Change""

Record 1

192 (40097)

Pre-Trip Status

194 (40098)

Pre-Trip Current

196 (40099)

Pre-Trip Voltage

198 (40100)

Pre-Trip Change""

Record 2

200 (40101)

Pre-Trip Status

202 (40102)

Pre-Trip Current

204 (40103)

Pre-Trip Voltage

206 (40104)

Pre-Trip Change'"

Record 3

208 (40105)

Pre-Trip Status

210 (40106)

Pre-Trip Current

212 (40107)

Pre-Trip Voltage

214 (40108)

Pre-Trip Change'"

Record 4

216 (40109)

Pre-Trip Status

218 (40110)

Pre-Trip Current

220 (40111)

Pre-Trip Voltage

) Signed value

@ Not applicable to SE-330HV or SE-330AU
@ Points to last trip record. Counts 0 to 9 and repeats.

OUT AREA
The out area i
reset command.

s used to send a remote trip or remote
These commands are sent to the first

byte of the OUT area using function code 6. The out
area is located at byte address 2048, or Modbus word

address 41025.

To perform a reset in Modbus word format, the
command register at 41025 must transition from 0 to

256.

To issue a remote trip, the command register must

transition from 0

to 512.

To issue a clear event records, the command register

must transition fr

om 0 to 1024.

5. ETHERNET/IP OBJECTS
The module supports the following vendor specific

objects:

TABLE 5.1 SE-330/SE-330AU/SE-330HV OBJECTS

222 (40112)

Pre-Trip Change'"

Record 5

224 (40113)

Pre-Trip Status

226 (40114)

Pre-Trip Current

228 (40115)

Pre-Trip Voltage

230 (40116)

Pre-Trip Change""
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0x04 Assembly

0xB0 Input Parameters
0xBl1 Output Parameters
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5.1 ASSEMBLY OBJECT
Assembly Class (4), Instance (0) Attributes
DEFAULT,
ATTRIBUTE ATTRIBUTE DATA
NUMBER NAME SERVICES DESCRIPTION MINIMUM, TYPE
MAXIMUM
1 Revision Get_Attribute_Single | Revision of this object 1, 1,1 UINT
0x01
Assembly Class (4), Instance (100), Attribute (3) — Input 1 (9 Bytes)
BYTE BIT7 BIT6 BITS BIT4 BIT3 BIT2 BIT1 BITO
0 Remote Internal EEPROM NER/NGR ADC CAL RF EF/GF
Trip Error Error Volts Error Error Trip Trip
1 RF EF/GF
Detect Detect
2 EF/GF Trip Time Selector (Position 0 to 10)
3 EF/GF Trip Level Selector (Position 0 to 10)
4 Pulse Period Selector (Position 0 to 10), Not Applicable to SE-330HV or SE-330AU
5 NER/NGR Current (% of CT Rating)
6 NER/NGR Voltage (% of Setting)
7 Delta Ohms (Low) (ohms)
8 Delta Ohms (High) (ohms)
Assembly Class (4), Instance (101), Attribute (3) — Input 2 (2 Bytes)
BYTE BIT7 BIT6 BITS BIT4 BIT3 BIT2 BIT1 BITO
0 Remote Internal EEPROM NER/NGR ADC CAL RF EF/GF
Trip Error Error Volts Error Error Trip Trip
1 RF EF/GF
Detect Detect
Assembly Class (4), Instance (102), Attribute (3) — Input 3 (51 Bytes)
BYTE BIT7 | BIT6 | BIT5 | BIT4 | BIT3 BIT2 BITI BITO
0 Record Head
1 Remote Internal EEPROM NER/NGR ADC CAL RF EF/GF
Trip Error Error Volts Error Error Trip Trip
2 NER/NGR Current (% of CT Rating)
3 NER/NGR Voltage (% of Setting)
4 Delta Ohms (Low) (ohms)
5 Delta Ohms (High) (ohms)
6 Remote Internal EEPROM NER/NGR ADC CAL RF EF/GF
Trip Error Error Volts Error Error Trip Trip
7 NER/NGR Current (% of CT Rating)
8 NER/NGR Voltage (% of Setting)
9 Delta Ohms (Low) (ohms)
10 Delta Ohms (High) (ohms)
11 Remote Internal EEPROM NER/NGR ADC CAL RF EF/GF
Trip Error Error Volts Error Error Trip Trip
12 NER/NGR Current (% of CT Rating)
13 NER/NGR Voltage (% of Setting)
14 Delta Ohms (Low) (ohms)
15 Delta Ohms (High) (ohms)
16 Remote Internal EEPROM NER/NGR ADC CAL RF EF/GF
Trip Error Error Volts Error Error Trip Trip
17 NER/NGR Current (% of CT Rating)
18 NER/NGR Voltage (% of Setting)
19 Delta Ohms (Low) (ohms)
20 Delta Ohms (High) (ohms)
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Assembly Class (4), Instance (102), Attribute (3) — Input 3 (51 Bytes) (Continued)
BYTE BIT7 BIT6 BITS BIT4 BIT3 BIT2 BIT1 BITO
21 Remote Internal EEPROM NER/NGR ADC CAL RF EF/GF
Trip Error Error Volts Error Error Trip Trip
22 NER/NGR Current (% of CT Rating)
23 NER/NGR Voltage (% of Setting)
24 Delta Ohms (Low) (ohms)
25 Delta Ohms (High) (ohms)
26 Remote Internal EEPROM NER/NGR ADC CAL RF EF/GF
Trip Error Error Volts Error Error Trip Trip
27 NER/NGR Current (% of CT Rating)
28 NER/NGR Voltage (% of Setting)
29 Delta Ohms (Low) (ohms)
30 Delta Ohms (High) (ohms)
31 Remote Internal EEPROM NER/NGR ADC CAL RF EF/GF
Trip Error Error Volts Error Error Trip Trip
32 NER/NGR Current (% of CT Rating)
33 NER/NGR Voltage (% of Setting)
34 Delta Ohms (Low) (ohms)
35 Delta Ohms (High) (ohms)
36 Remote Internal EEPROM NER/NGR ADC CAL RF EF/GF
Trip Error Error Volts Error Error Trip Trip
37 NER/NGR Current (% of CT Rating)
38 NER/NGR Voltage (% of Setting)
39 Delta Ohms (Low) (ohms)
40 Delta Ohms (High) (ohms)
41 Remote Internal EEPROM NER/NGR ADC CAL RF EF/GF
Trip Error Error Volts Error Error Trip Trip
42 NER/NGR Current (% of CT Rating)
43 NER/NGR Voltage (% of Setting)
44 Delta Ohms (Low) (ohms)
45 Delta Ohms (High) (ohms)
46 Remote Internal EEPROM NER/NGR ADC CAL RF EF/GF
Trip Error Error Volts Error Error Trip Trip
47 NER/NGR Current (% of CT Rating)
48 NER/NGR Voltage (% of Setting)
49 Delta Ohms (Low) (ohms)
50 Delta Ohms (High) (ohms)
Assembly Class (4), Instance (150), Attribute (3) — Output 1 (1 Byte)
BYTE BIT7 BIT6 BITS BIT4 BIT3 BIT2 BIT1 BITO
0 Clear Event Remote Fault Reset
Records Trip

Pub. 330ETHERNET-M, March 16, 2010




o4 Littelfuse Page 9
STARTCO SE-330/SE-330AU/SE-330HV Ethernet Interface Rev. 1
5.2 INPUT PARAMETER OBJECT
Input Parameter Class (0xB0), Instance (0) Attributes
ATTRIBUTE ATTRIBUTE DEFAULT, DATA
NUMBER NAME SERVICES DESCRIPTION MINIMUM, TYPE
MAXIMUM
1 Revision Get Revision of this object 1,1, 1 UINT
Input Parameter Class (0xB0), Instance (1) Attributes
All attributes in this instance are read-only and support the Get Attribute Single service using Explicit Messaging.
ATTRIBUTE DEFAULT, DATA
ATTRIBUTE NAME SERVICES DESCRIPTION MINIMUM,
NUMBER TYPE
MAXIMUM
1 Revision Get SE-330 Revision 0,0, 255 USINT
2 Trip Status Get Bits defines trips 0, 0, 255 USINT
3 Pending Trips Get Bits define pending trips 0,0,3 USINT
4 EF/GF Time Get Detent position 0,0, 10 USINT
5 EF/GF Level Get Detent position 0,0, 10 USINT
6 Pulse Time @ Get Detent position 0,0, 10 USINT
7 NER/NGR Current Get Percent of CT rating 0,0, 255 USINT
8 NER/NGR Voltage Get Percent of Vy setting 0, 0, 255 USINT
9 NER/NGR Change Get Deviation from calibrated value 0, -32k, +32k INT
10 Relay Status Get Bits indicate output relay state 0,0,15 BYTE
11 Switches Get Front panel switch state 0,0, 255 BYTE
12 Record Head Get 0to 9 or 255 0,0, 255 USINT
13 Pre-Trip Status Get Trip status for last record 0,0, 255 BYTE
14 Pre-Trip Current Get Percent of CT rating 0, 0, 255 USINT
15 Pre-Trip Voltage Get Percent of Vy setting 0, 0,255 USINT
16 Pre-Trip Change Get Deviation from calibrated value 0, -32k, +32k INT
' Not applicable to SE-330HV or SE-330AU
5.3 PARAMETER OUTPUT OBJECT
This object allows parameters to be written to the SE-330/SE-330AU/SE-330HV
Class (0xB1), Instance (0) Attributes
ATTRIBUTE ATTRIBUTE DEFAULT, DATA
NUMBER NAME SERVICES DESCRIPTION MINIMUM, TYPE
MAXIMUM
1 Revision Get_Attribute All Revision of this object 1,1,1 USINT
Class (0xB1), Instance (1) Attributes
ATTRIBUTE ATTRIBUTE DEFAULT, DATA
NUMBER NAME SERVICES DESCRIPTION MINIMUM, TYPE
MAXIMUM
1 Command Get/Set Sends reset or remote trip command. 0,0,2 USINT

0 =No action (IDLE)

1 = Transition from 0 to 1 causes a trip

reset.

2 = Transition from 0 to 2 causes a

remote trip.

4 = Transition from 0 to 4 causes event

records to clear.

Pub. 330ETHERNET-M, March 16, 2010




" o Page 10
E‘@I‘ Al'lltqtgll.fgsg SE-330/SE-330AU/SE-330HV Ethernet Interface Rev. 1

This page intentionally left blank.

Pub. 330ETHERNET-M, March 16, 2010



	Table of Contents

	List of Figures

	List of Tables

	1.  General

	2.  Ethernet Configuration

	2.1  Configuration Settings

	2.1.1  Configuration Switches

	2.1.2  Configuration Software

	2.1.2.1  Troubleshooting



	2.2  LED Indication

	2.3  File System


	3.  Attribute Definitions

	4.  Modbus/TCP Protocol

	4.1  Modbus Memory Addressing


	5.  Ethernet/IP Objects

	5.1  Assembly Object

	5.2  Parameter Output Object





<<
  /ASCII85EncodePages false
  /AllowTransparency false
  /AutoPositionEPSFiles true
  /AutoRotatePages /None
  /Binding /Left
  /CalGrayProfile (Dot Gain 20%)
  /CalRGBProfile (sRGB IEC61966-2.1)
  /CalCMYKProfile (U.S. Web Coated \050SWOP\051 v2)
  /sRGBProfile (sRGB IEC61966-2.1)
  /CannotEmbedFontPolicy /Error
  /CompatibilityLevel 1.4
  /CompressObjects /Tags
  /CompressPages true
  /ConvertImagesToIndexed true
  /PassThroughJPEGImages true
  /CreateJobTicket false
  /DefaultRenderingIntent /Default
  /DetectBlends true
  /DetectCurves 0.0000
  /ColorConversionStrategy /CMYK
  /DoThumbnails false
  /EmbedAllFonts true
  /EmbedOpenType false
  /ParseICCProfilesInComments true
  /EmbedJobOptions true
  /DSCReportingLevel 0
  /EmitDSCWarnings false
  /EndPage -1
  /ImageMemory 1048576
  /LockDistillerParams false
  /MaxSubsetPct 100
  /Optimize true
  /OPM 1
  /ParseDSCComments true
  /ParseDSCCommentsForDocInfo true
  /PreserveCopyPage true
  /PreserveDICMYKValues true
  /PreserveEPSInfo true
  /PreserveFlatness true
  /PreserveHalftoneInfo false
  /PreserveOPIComments true
  /PreserveOverprintSettings true
  /StartPage 1
  /SubsetFonts true
  /TransferFunctionInfo /Apply
  /UCRandBGInfo /Preserve
  /UsePrologue false
  /ColorSettingsFile ()
  /AlwaysEmbed [ true
  ]
  /NeverEmbed [ true
  ]
  /AntiAliasColorImages false
  /CropColorImages true
  /ColorImageMinResolution 300
  /ColorImageMinResolutionPolicy /OK
  /DownsampleColorImages true
  /ColorImageDownsampleType /Bicubic
  /ColorImageResolution 300
  /ColorImageDepth -1
  /ColorImageMinDownsampleDepth 1
  /ColorImageDownsampleThreshold 1.50000
  /EncodeColorImages true
  /ColorImageFilter /DCTEncode
  /AutoFilterColorImages true
  /ColorImageAutoFilterStrategy /JPEG
  /ColorACSImageDict <<
    /QFactor 0.15
    /HSamples [1 1 1 1] /VSamples [1 1 1 1]
  >>
  /ColorImageDict <<
    /QFactor 0.15
    /HSamples [1 1 1 1] /VSamples [1 1 1 1]
  >>
  /JPEG2000ColorACSImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 30
  >>
  /JPEG2000ColorImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 30
  >>
  /AntiAliasGrayImages false
  /CropGrayImages true
  /GrayImageMinResolution 300
  /GrayImageMinResolutionPolicy /OK
  /DownsampleGrayImages true
  /GrayImageDownsampleType /Bicubic
  /GrayImageResolution 300
  /GrayImageDepth -1
  /GrayImageMinDownsampleDepth 2
  /GrayImageDownsampleThreshold 1.50000
  /EncodeGrayImages true
  /GrayImageFilter /DCTEncode
  /AutoFilterGrayImages true
  /GrayImageAutoFilterStrategy /JPEG
  /GrayACSImageDict <<
    /QFactor 0.15
    /HSamples [1 1 1 1] /VSamples [1 1 1 1]
  >>
  /GrayImageDict <<
    /QFactor 0.15
    /HSamples [1 1 1 1] /VSamples [1 1 1 1]
  >>
  /JPEG2000GrayACSImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 30
  >>
  /JPEG2000GrayImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 30
  >>
  /AntiAliasMonoImages false
  /CropMonoImages true
  /MonoImageMinResolution 1200
  /MonoImageMinResolutionPolicy /OK
  /DownsampleMonoImages true
  /MonoImageDownsampleType /Bicubic
  /MonoImageResolution 1200
  /MonoImageDepth -1
  /MonoImageDownsampleThreshold 1.50000
  /EncodeMonoImages true
  /MonoImageFilter /CCITTFaxEncode
  /MonoImageDict <<
    /K -1
  >>
  /AllowPSXObjects false
  /CheckCompliance [
    /None
  ]
  /PDFX1aCheck false
  /PDFX3Check false
  /PDFXCompliantPDFOnly false
  /PDFXNoTrimBoxError true
  /PDFXTrimBoxToMediaBoxOffset [
    0.00000
    0.00000
    0.00000
    0.00000
  ]
  /PDFXSetBleedBoxToMediaBox true
  /PDFXBleedBoxToTrimBoxOffset [
    0.00000
    0.00000
    0.00000
    0.00000
  ]
  /PDFXOutputIntentProfile ()
  /PDFXOutputConditionIdentifier ()
  /PDFXOutputCondition ()
  /PDFXRegistryName ()
  /PDFXTrapped /False

  /CreateJDFFile false
  /Description <<

    /BGR <>
    /CHS <FEFF4f7f75288fd94e9b8bbe5b9a521b5efa7684002000410064006f006200650020005000440046002065876863900275284e8e9ad88d2891cf76845370524d53705237300260a853ef4ee54f7f75280020004100630072006f0062006100740020548c002000410064006f00620065002000520065006100640065007200200035002e003000204ee553ca66f49ad87248672c676562535f00521b5efa768400200050004400460020658768633002>
    /CHT <FEFF4f7f752890194e9b8a2d7f6e5efa7acb7684002000410064006f006200650020005000440046002065874ef69069752865bc9ad854c18cea76845370524d5370523786557406300260a853ef4ee54f7f75280020004100630072006f0062006100740020548c002000410064006f00620065002000520065006100640065007200200035002e003000204ee553ca66f49ad87248672c4f86958b555f5df25efa7acb76840020005000440046002065874ef63002>
    /CZE <>
    /DAN <>
    /DEU <>
    /ESP <>
    /ETI <>
    /FRA <>
    /GRE <>

    /HRV (Za stvaranje Adobe PDF dokumenata najpogodnijih za visokokvalitetni ispis prije tiskanja koristite ove postavke.  Stvoreni PDF dokumenti mogu se otvoriti Acrobat i Adobe Reader 5.0 i kasnijim verzijama.)
    /HUN <>
    /ITA <>
    /JPN <FEFF9ad854c18cea306a30d730ea30d730ec30b951fa529b7528002000410064006f0062006500200050004400460020658766f8306e4f5c6210306b4f7f75283057307e305930023053306e8a2d5b9a30674f5c62103055308c305f0020005000440046002030d530a130a430eb306f3001004100630072006f0062006100740020304a30883073002000410064006f00620065002000520065006100640065007200200035002e003000204ee5964d3067958b304f30533068304c3067304d307e305930023053306e8a2d5b9a306b306f30d530a930f330c8306e57cb30818fbc307f304c5fc59808306730593002>
    /KOR <FEFFc7740020c124c815c7440020c0acc6a9d558c5ec0020ace0d488c9c80020c2dcd5d80020c778c1c4c5d00020ac00c7a50020c801d569d55c002000410064006f0062006500200050004400460020bb38c11cb97c0020c791c131d569b2c8b2e4002e0020c774b807ac8c0020c791c131b41c00200050004400460020bb38c11cb2940020004100630072006f0062006100740020bc0f002000410064006f00620065002000520065006100640065007200200035002e00300020c774c0c1c5d0c11c0020c5f40020c2180020c788c2b5b2c8b2e4002e>
    /LTH <>
    /LVI <>
    /NLD (Gebruik deze instellingen om Adobe PDF-documenten te maken die zijn geoptimaliseerd voor prepress-afdrukken van hoge kwaliteit. De gemaakte PDF-documenten kunnen worden geopend met Acrobat en Adobe Reader 5.0 en hoger.)
    /NOR <>
    /POL <>
    /PTB <>
    /RUM <>
    /RUS <>
    /SKY <>
    /SLV <>
    /SUO <>
    /SVE <>
    /TUR <>
    /UKR <>
    /ENU (Use these settings to create Adobe PDF documents best suited for high-quality prepress printing.  Created PDF documents can be opened with Acrobat and Adobe Reader 5.0 and later.)
  >>
  /Namespace [
    (Adobe)
    (Common)
    (1.0)
  ]
  /OtherNamespaces [
    <<
      /AsReaderSpreads false
      /CropImagesToFrames true
      /ErrorControl /WarnAndContinue
      /FlattenerIgnoreSpreadOverrides false
      /IncludeGuidesGrids false
      /IncludeNonPrinting false
      /IncludeSlug false
      /Namespace [
        (Adobe)
        (InDesign)
        (4.0)
      ]
      /OmitPlacedBitmaps false
      /OmitPlacedEPS false
      /OmitPlacedPDF false
      /SimulateOverprint /Legacy
    >>
    <<
      /AddBleedMarks false
      /AddColorBars false
      /AddCropMarks false
      /AddPageInfo false
      /AddRegMarks false
      /ConvertColors /ConvertToCMYK
      /DestinationProfileName ()
      /DestinationProfileSelector /DocumentCMYK
      /Downsample16BitImages true
      /FlattenerPreset <<
        /PresetSelector /MediumResolution
      >>
      /FormElements false
      /GenerateStructure false
      /IncludeBookmarks false
      /IncludeHyperlinks false
      /IncludeInteractive false
      /IncludeLayers false
      /IncludeProfiles false
      /MultimediaHandling /UseObjectSettings
      /Namespace [
        (Adobe)
        (CreativeSuite)
        (2.0)
      ]
      /PDFXOutputIntentProfileSelector /DocumentCMYK
      /PreserveEditing true
      /UntaggedCMYKHandling /LeaveUntagged
      /UntaggedRGBHandling /UseDocumentProfile
      /UseDocumentBleed false
    >>
  ]
>> setdistillerparams
<<
  /HWResolution [2400 2400]
  /PageSize [612.000 792.000]
>> setpagedevice


